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MARKED SPECIFICATION 10/582()75 

F9143 MReMPCflPTO 08JUN20§ 

SPECIFICATION 

Game Progress Administering System, Game Progress Administering 
Method, and Computer-Readable Recording Medium Storing Game 
Progress Administering Program 



BACKGROUND OF THE INVENTION FIELD OF TECHNOLOGY 

1. FIELD OF THE INVNETION 

The present invention relates to a game progress 

administering system connected with game terminal units to be 
operated by players and installed in a plurality of shops via 
communication lines such that operation signals necessary for 
the progress of a game can be communicated, thereby 
administering the progress of the game, a game progress 
administering method and a computer-readable recording medium 
storing a game administering program. 



2 . BACKGROUND ART 

Various video game systems playable among a plurality of 
players have been conventionally proposed or already used. 
There is also known a video game system in which a plurality of 
video game apparatuses (game terminal units) of the same type 
are installed for arcade games and connected via a network (and 
a server) such as a LAN or Internet, so that a plurality of 
players can play a game (so-called massively multiplayer online 
playing game) in the same game space. In such a video game 
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system, table games such as mahjong and shogl (Japanese chess) 
and competing- type games such as sports and martial arts 
(hereinafter, table games and fighting- type games are 
collectively called as competition games) are played. 

In the case of playing the above competition game, an 
unspecified number of players can participate in the competition 
game since a plurality of video game apparatuses are connected 
via the network such as the LAN or Internet. In the case where 
strangers compete with each other in this way, since abilities 
of the competitors concerning the competition game cannot be 
known, the competition game can become unpredictable and 
interesting in a specific manner as compared to ordinary 
competition games played by means of stand-alone video game 
apparatuses as competitors . 

On the other hand, ranking is given based on results in 
games, thereby raising an interest in player's results and 
making the game more interesting. Since an unspecified number 
of players can participate in a massively multiplayer online 
playing game as described above, there are cases where players 
to become competitors are unspecific. 

In such cases, there have been problems that the players' 
interest in the ranking of the game result is reduced and the 
game becomes less interesting by giving ranking. 



SUMMARY OF THE INVENTION 
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In view of the above problems, an object of the present 
invention is to provide a game progress administering system 
capable of effectively making a game more interesting by ranking 
game results in a massively multiplayer online playing game, a 
game progress administering method and a computer-readable 
recording medium storing a game progress administering program. 

According to an aspect of the invention, a game progress 

administering system is connected with game terminal units to be 
operated by players and installed in a plurality of shops via 
communication lines such that operation signals necessary for 
the progress of a game can be communicated to thereby administer 
the progress of the game. 

A player information storage stores player identification 

information, which is identification information of players, in 
correspon dence with sho p identification information, which i s 
identification information of shops to which the players 

virtually belong. A terminal information storage stores 

termin a l identification information, which is identification 
inform ation of the game terminal units, in correspondence with 
the shop identification information of the shops where the game 
terminal units are installed. A gaming evaluator receives the 
terminal identification information of one game terminal unit , 
the player identification information and a game sta rt signal, 
which is an operation signal to the effect of starting the game, 
from the one game terminal unit, and calculates a result of the 
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player based on the result of the game, and stores the 
calcul ated results in the player information storage in 
correspondence with the player identification information . A 
result tabulator tabulates the result of the player to determine 

5 ranking, and stores the determined ranking in the player 

information storage in correspondence with the player 
identification information. A restricting condition judger 
judges whether or not to satisfy a restricting condition that a 

rank order corresponding to the player identification 

information received from the one game terminal unit by the 
gaming evaluator is within a specified rank order. A guidance 
transmitter transmits guidance information including the player 
identification information and the ranking information of the 
play er of the one game terminal unit in order to display 
guida nce . 




-iiwentien — i-s — d ir e cted — to — a — game — progr ess — admM-is4:-e^ing — system 
eoF mccto d with — game—term inal un-i-t-G t o b o o pera ted—by players an d 
i-n-s-tra-Lied in a piuraii-t-y of — shops — v-ia — eemraun-i-eart-i-on — 1-i-ne-s — s-uo-h 
43hatr- eper^at-ion— signal s neces sar y f o r the p roces s of a game— eaa 
be— eemmun-iea-tedrT — t^e^by~a^4r^s-te^ of the game— 

ident^f-iea-t^ 
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information, — whioh — is — identification — information — of — shops — to 
whioh tho playoro virtually belong; terminal information otorage 
moano for storing terminal idontif ioation information, whioh is 

identification — information — of — the — game terminal — units, in 

corre s pondence with the shop identification information of the 

s h o ps — whore — the — game — t er m inal — units — are — installed; gaming 

evaluating — moan s for receiving — the — terminal identification 

information of one g a me terminal unit, tho player ide nti fication 
information — and — a — g am e — start — si gnal , — which — is — an — operation 
s ignal — to — the — effect — of — starting — the — game-; — f-£em — the — one — game 
terminal unit, — in s tructing the one game terminal unit to conduct 
the — game-; — ca lculating — a — resul t — of — each — pia-ye-r — hased — en — the 
result — e-f — the — g a m e, — and — s tori ng the cal c ulated rcs uits — in — the 
player — information — storag e — m ean s — in — c o r r c spen denee — with — the 
p la y er — ident ification — in-f or m ati en— — r esu lt — tabulat in-g — m oans — for 
tabulati n g — the — re s ul ts — o€ — the — pia-ye-rs — f or ea ch—she^-; — to w h ich 
the-~pi aycrs virtually b elong, — at— eve ry interval of a s pecified 

period — to — determine — a — wi t hin - shep — ranking , and — st o ring — the 

determined— wit hin shop -ranging— i^—the~-pi ay or inform ation storage 
means in aer-res-pondenee with the pia-yer identification 

a information eerre&ponding te the terminal 

the terminal information storage means- reading the shop 
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idontif ioation — information — roooivod — by — fehe — gaming — evaluating 
moans — from — fehe — playor — information — otoragc — moans , — and — judging 
whothor — — net — the — road — two — piooos — &€ — s hop — identification 

information — ooinoide — with — oaoh — o t her; restricting — condition 

judging means — for — judging — whether — er — net — te — satisfy — a — fi rs t 
restricting condition that the two pieces of shop identification 
information were — judged — fee — coincide — by the — shop — judging moans 
— that — a — within shop — rank — o rder — corresponding — fee — fehe — playor 
identification — information — received — from — fehe — ene — gam e — terminal 
unit by the gaming evaluating means is within a first specified 
rank — order; — and — guidanc e — tr ansmitting — moans — fer — transmitting 

gui-d^nee iivfermafeien inc lud i n g fehe piayer identification 

inf o r ma t io n — and — fehe — with i- n s hop — ranking — inf o rmation — ef fehe 

player — &€ — the — ene — game — ter m i n al — unit — fee — e-ther — game — tn 
u nits in — the—sho p wh e r e — th e on e— gam e tor nvinel- 

fee — fe he effee fe — that — the — pl-aycr withi n — fehe — finest — sp ec ifi e d — r a nk 
or d er — in — fe he within s hop — ranking — will — s tart — fehe — game — ±-£ — fehe 
f-irsfe — res-fer i c t i ng — c o n d itio n — is — j udged — fee — be — sat isfie d — by — the 
re^feri-efeing— eendifeien^-udgin^---mean-s-^ 

A ccord ing fee fehis system- fehe p l ay er ide n t i f i ea-feien 



5 — IB 



eer^respene 
th e i de nfei-f-ieafeiof 



:-he— s 



*fei-f-i-eafeien — i-n-fermafe-ien — fehat — i-s 
fehe— sheps— to whie h-^fehe— pl-t 
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virtually belong, — and — the — terminal — identification — information 
that — is — the — idontif ioation — information — of — the — game — terminal 
units — m — otorod — in — the — termina l: — information — storage — moans — in 
correspondence with the ohop identification information of the 
shops where the game terminal units are installed. 

When — the — gaming — evaluating — means — receives — the — termina l 

identification — information — ef — the — one — game — termina l: — unit- — the 
player — identification — information — and — the — game — start — signal , 
w hi c h — is — the — operation — signal — to — the — effect — ef — starting — the 
game* — from — the — one — game — terminal — un it , — the on e — game — terminal 
un it — is — in s tructed to — conduct — the — gam e and the — result — of — each 
p lay e r is cal culated based on the — result of the game and stored 
in — t h e p l ay er — information — s torag e — means — in — c orres pondence — wi-th 
the pl a yer id e ntification in £oi:i n aL i on^- 

Further - — the res ult tabulating m eans— tabulat es the resu l t s 

of — the — players — fer — eaeh — s£*ep — te — which — the — players — belong — at 
e very in ter v al of t h e sp e cified p eri od t o d ete rmine the w it h i n - 
shep — ranking- — and— stores — the — deter mined with in— sho p ranking — in 
the player informat i on s torag e means i n corr espondence w it h — the 

reeds — the — shep — i den t ification — information — corresponding — to — the 




*i ri -f- r~\ T~m "t~ ~» 

XTIX1J 3TI It at* 




l inal 




tor age — means 




identi-fiea-tie] 




>rrespe~n 




tyer 




t-ferma-ti 



: eeeived — by — the — gaming — e v aluating 
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moan s — from — the — player — information — storage — mean s , — and — judges 
whether — or — net — the — twe — read — pioooo — of — shop — idontif ioation 
info rmation ooinoidc with oaoh other. 

Further, — the — restricting — condition — judging — moan s — judges 

whether or not to satisfy the first restricting condition that 
the two pieces of shop identification information were judged to 
coincide by the shop judging means and that the within shop rank 
order — correspondin g — te — the — player — identification — information 

received from the one game termin al unit by the gaming 

evaluating moan s is within the first specified rank order. 

In addition, — the guidance transmitting means transmi ts t h e 

g^i^danee in form ation i ncluding the player identifica tion 

in f o r mation — and — the — within s hop — ranking — informat i on — ef the 

player of the one g a me terminal unit to the other game tcrm in^l- 
uni-ts in the s ^ep where the one g a me terminal unit is installed 
im — order — te — display- — en — the — other — game — terminal — umL-t-s-7 — the 

g uid a n ce te the ef f ect that th e play er — w i th i n the f i rst 

spe cified ran k— or der in the within s h op— ^ank-ing-^w-i- 11 start th e 

game if the first res tr i cti ng een dition is judged te be 

sa-ti-sfied— by— th e ros -trietin-g— een dition —j^dg-ing— meafis-; — 

Speeiflcally , if the shop iden tific ation inform a ti o n 

ee-rre&p ondin g — te — the — pla y er — ident-ifi-eatien — information — and — the 

judged— to— eeine-i-de— and t h e withi-n-shop-^rank— o-rder^Hserre^pondi-ng 
te — t h e pla yer—iden ti fi c atio n — information — reee-i-vc d fro m the one 
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gamo torminal unit io within tho firot opooifiod rank order, tho 

guidanoc information including the playor idontif ioation 

information — and — the — within ahop — ranking — information — o€ — the 
playor — o€ — the — one — gam o — termina l — unit — are — tranomittod — te — the 
othor — gam e — torminal — units — in — the — s hop — whoro — the — one — game 
tormina l — unit — is — installed — in — order — te — display, — en — the — othor 
gamo terminal units, — tho guidance to tho offoot that tho playor 
within the — first — spocifiod rank order in tho within - s hop ranking 
will start tho gamo. 

Tho guidance to tho offoot that tho playor within tho first 

s pocifiod rank — order in — th o w i thin s hop ranking will — start — the 
gamo is displ aye d on tho othor g am e torminal u n its in the shop 
in — t*te — case — where — the — player — within — the — first — s pecified — rank 

order in the w it hin s hop ra nking w i ll start the gam e-; Thus , — the 

>y — means — of the — either — game — termin al: — unit s — ean 
-t-ha-t th e — pl ay er — v-i- r t ua -My — b eion ging — -t-e th is — shop — and 
b ei ng within — the — first — spoc i fio d ra nk ord e r — in — t ho with i n - s&ep 
ranking will start tho g a m o in thi s S hep-r~ 

Ac c ord in g l y , — the— players p la yi ng— by— me ans of tho other gam e 

installed — can — sp e c if i call y — knew — the — p layor v-i-rt^a-Hy b el o n g i n g 
te — thi-s — shep — and — being — w ithin — the — first — sp o oi-f-ied — rank- 

-The-re-fere-i — an — interest — in — the — wi-t-h-in— shop — ranking — is — increased 

rh€ 



> — eomt 
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tho gamo more interesting. 

Further, — tho playor within tho firot opacified rank order 

— — within ohop — ranking — ean — make — ouoh — an — appeal — to — the 
playoro playing by moano of tho other game terminal units in the 
s h op — that — his — within shop — rank — order — is — within — the — first 
specified rank order upon starting the gamo in the ohop to whioh 
he virtually belongs. — Therefore, an interest in the within shop 

ranking — is — increased — and — gambling — s pirit — is — urged, thereby 

effectively making the game more interesting. 

The present — invention — is — also — directed to a game progress 

administering method using a gamo progres s administering system 
c onnected with gam o t erminal units to bo operated by player s— and 
installed in a plurality o f — shop s — via — co mmun ic ation — lines — such 
that operation signals necessary for the progress of a gam e can 
be—eemmu n i o at ed ; — t h er eby admi nist ering the— progres s of the—game- 
ee mpr ising-; — a— ste p in which p l aye r inform at ion stor age— means— o€ 
*he §ame — -ad ministering syste m stor es play er i dentificat i o n 

eor-r c s pondenee — with sh op — identif i eati o n — inf orm atrion-7 — which — is 

vi rt u al ly belo ng-; — a s tep i n which ter min al info rma tion storage 

identi f ieation i n f erma-tion- — wh-i-eh — is — iden^ti#i cation in formation 

iden43i#ieatio n i nfor ma tion of — th e sho p s w here t h e ga m e termina i 
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units arc installed; — a atop in whioh gaming evaluating means of 

"the game administering sy s tem receive s the termina l 

identification information of one game terminal unit, — the player 
identification information and a game start — signal, — whioh is an 
operation signal to the effect of starting the game, — from the 
one game terminal unit , — instructs the one game terminal unit to 
conduct — the — game , — calculating — a result — of — each — player based on 
the result of the game, and stores th e calculated results in the 
player — information — storage — mo a n s — in — correspondence — with — the 

player identification info rm ation; a step in — which — result 

tabul ating means of — the — game — administering — s y st em tabulates — the 
re s ults — of — the — pl a y ers — §e£ — ea ch — shop, — to — which — the — pla yers 
v i rtually — belo n g-; — at — e very — i nter val — o€ — a — spe c i fied — period — to 

d etermine — a — with i n ■ shop — ra n king, and — stor es the — determined 

with i n shop — r ank i ng — i-n — the — player — info rm atio n — stora g e me a n s — in 

step — in — wh ich — s h o p — judging — means — of — the — game 
s y st em — reads — the — shop — iden t if icat i ,-on — informa t i o n — corresponding 

terminal-unit — fr om— tAe — terminal — in-f -or ma-tio n- s-to-r ago m eans- — reads 
the — shop — id entificatio n — informat i o n — correspo n di n g — to — the — play er 
ide n 1 1 f i o ation — in-ferma t i on — received — by — the — gaming — eva luatin g 



F9143 marked spec.wpd 



11 



MARKED SPECIFICATION 

F-9143 

rootrioting — condition — judging moans — e€ — the — gam e — administering 
system — judges — whothor or not — to — oatiofy a — first — rootrioting 
condition that tho two pioooo of shop identification information 
were judged to coincide by the shop judging moano and that a 

within shop ranlc order corresponding te the player 

identification — information — received from the — one — game — terminal 
unit by the gaming evaluating means io within a first o peoified 
rank ord e r; — and a step in which guidance transmi tti ng means of 
— game — administering — system — transmits — guidanc e — information 
including the player identification inf es tation and the within 
shop ranJ ci ng information of the pl ayer of the one gam e t erminal - 
unit to other game term inal units in the s ho p where the one game 
ter m i na l — unit — is — install ed — in — order — to — display, — on — the — other 
game terminal — units -? — g u idance — to — the — effect — that — ^the — player 
wdnthi n t h e f irst sp e cified ranlc order in t he within shop ran feL^g 
will st art— the—gam e if the f ir& t-^egt-^-ietirng— eon<d-it-i-on is ju dged 
to be s atisfie d b y th e rest r icting cond it ion ju dgin g means . 

Accord i ng to thirs m etho d, the player ie^f*ti-f i ca tien 

infor m ation that i~s the identificatio n in f or m afeLon of t h e 

pla y ers — i-s — st-ored— -in — the — player — in^ermat-ien — storage— mearvs — in 
corresp ondenc e with the s hop i d e ntificati o n inform a tion th at — is 
-the— ide ntif ioati e n infor m ation of the sh op s to which tho p layers 
virtuall y — belong-; — and — the — term inal id ontirf icatio n — i nf orm a^ti-on 
that — is — the — ideivti-fireat-ien — in-ferma-t-i-en — of — the — game — termi-nai 
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correspondence with tho ohop identification information of tho 
ohopo whoro tho gamo terminal units aro inotallod. 

When — the — gaming — evaluating — moans — roooivo9 — the — termina l 

idontif ioation — information — of — the — one — gamo — termina l — unit , — the 
pi ay or — identification — information — and — the — game — o tart — signal, 
which — is — the — operation — oignal — to — the — of foot — of — starting — the 
gamo, — from — the — one — gam e — termina l — unit, — the — one — gam e — termina l 
unit — is — instructed — to — conduct — the — gamo — and the — result — of — each 
player is calculated based on the result of the game and stored 
— the — player — information — storage — means — in — corr es pondence — with 
th e player identification information. 

Fro^ther-; — the result — tabulating mean s — tabul ates — the resul ts 

of — the players — for each s hop to whi c h the players — belong to at 
ev er y interval of the specified period to determine tho within 
shop — ranking-^ — and — s tores — the — determined with i n s h o p — ra nk i n g — in 

player i ^entirfi-eatiron inf o rma-tion-; Then- — tho shop j udging —means 

r ea ds — the shop — i dent i f i e ation inf ormation — corro s p oilin g to — the 
'terminal — identifi c at ion — information — of — the — one — game — term i n al- 
identificati on information corr e spo n ding to the player 

whether- — or — net — the — two — read — pieees — of — shop — iden-t-i f i ea-ti-o n 
t-ien— eei-n< 
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Further , — fehe — rootrioting — condition — judging — moans — judges 

whether or not to satisfy the first rootrioting condition that 
the two pieoco of shop identification information were judged to 
coincide by the shop judging moans and that the within shop rank 
order — corresponding — fee — the — player — identification — inf o rmation 

received fro m — fehe one game terminal unit by the gaming 

evaluating mean s is within the first s pecified rank order. 

In addition , — the guidance transmitting mo a ns tr a nsmits the 

guidanc e information including the player identification 

informatio n — and — the — within shop — ranking — information — o# — the 
player of the one game terminal unit to the oth e r game terminal 
units — in— fehe— sho p where t h e one game terminal unit is insfe alrled 
±n — esrde*r — fee — dis play , — en — fehe — other — game — term i nal — u nit s, — fehe 

gu i d a**ee fee fehe effect that fehe piayer — within — -the first 

sp ec i f i ed ran k— o rder in the wit hi n— sh op ranking will start — fehe 

game i-f fehe fi-r-sfe res tr ire-feirng condition — i.-s fudged fee be 

sa^fe-i-&#i-cd by t he rest rict ing eo ndition j udgin g— means-^ — 

Sp ecifically -; if fehe shop ident ification information 

cor re sp o nding — fee — the p-l-ayer — ident ificatio n — i n f ormation — and — fehe 

fudged to coincide an d the with i n s h o p ra^ k order corrosp endirng 

game-^fee-rmi-na-^-unir t is w-i-fe-h-i-n t h e first— spec ifie d r ank— er^de*- the 

g^u-i-danee in-£erma-fci-en i-nd-udirng fehe player i-denfe-ir^ieat-ien 

- inf or mafei-en — and — fehe — within sh op — ranking — i**f^rmafe-ien — o€ — th e 
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pi ay or — &€ — the — one — game — tormina! — unit — are — tranomittod — te — the 
othor — gamo — terminal — units — in — the — ohop — whore — tho — efte — game 
tormina ! — unit — is — installed — in — ordor — te — display, — en — the — othor 
gamo terminal units , — tho guidance to tho offoot that tho player 
within tho first spooificd rank ordor in tho within shop ranking 
will start tho gamo. 

Tho guidance to tho offoot that tho player within tho fir s t 

s pooif iod — rank ordor — in — the — within shop — ranking will — start — the 
game — is — displayed on the othor game terminal units — in the shop 
i» — the — case — whore — the — playe r within — the — fi rs t — specified rank 

order in the within o hop ranking will start the game, Thus , — the 

pla y ers — playing — by — m eans — ef — the — other — g am e — terminal — u n its — ean 
confirm — that — the — player — v i rtu all y — b elonging — to — thi s — s h o p — and 
being — w ithi n — the — first — specified — rank — order — in — the — w i thin shop 
ranki ng wi l l start the ga me in th is shofir- 

torm -ina-1 — un its — in — the — shop — whore — the — one — gamo term i n al — u n it — is 
• in st alle d — ean — specificall y — knew — the — player — virtu aiiy — be l onging 
to — this shofi — and — bei n g — wit h i n — the — f ir s t — s pecified — rank — o rdor 

Th orcf e re-7 — an — interest — in — the within s h op — racking — is — ines 



-Furth e r-; — th« 



-in — the 



-thin— shoe 



^er — w-i-th-i-n — the — f-irst — spee-i-fied — rank — order 
— ear* — make — sueh — an — appe* 
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p layers playing by means of tho other gamo terminal unito in tho 
ohop — that — his — within shop — rank — order — is — within — fefee — f ir9t 
specified rank order upon starting tho game in tho shop to whioh 

he virtually belongs, Therefore, an interest in tho within ohop 

ranking — is — increased — a**d — gambling — spirit — is — urged, — thereby 
effectively making the game more interesting. 

The — present — invention — is — further — directed — to — a — computer - 

readable — recording medium — storing — a — ga m e — progress — administering 
program for a game progress — administering s ystem connected with 
game terminal units to be operated by players and installed in a 
plurality — o€ — s hops — via — co mmunication — lines — such — th a t — o p e rat io n 

signal s nece ssary for tfee progres s of a game ean be 

eem municated , — thereby — admi n ister ing — the — progress of — the — game— 

the game progress admin is terin g pr ogr am cau si ng the game 

progress— ^ad mini s tering sys tem — te — function as — player inf o rm ation 

correspondence — wi th — shop — id e ntification — information, — whioh — is 



t erminal — i d entif ication — informatio n , which — is- — ident if i- eatio n 

termina-1 units are insta-l-ied-; gaming — eva-l-uating — means for 
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terminal unit , — tho player identification information and a game 
otart — signal, — whioh — is — an — operation — s ignal — to — the — of foot — o# 
starting the game, — from the one game terminal unit, — inotruoting 
the — one — game — termin al — unit — te — oonduot — the — game, — oaloulating a 
result — of — eaoh — player — based — en — the — result — &£ — the — game, — and 
storing the calculated results in the player information storage 

moans in corre s pondence with the player identification 

information; — result — tabulating means — for tabu lating — the — results 
of — the — players — for — each — shop, — te — which — the — player s — virtually 
belong, — at — every interv a l — of — a — specified period to determine a 

within shop — ranki ng, and — storing — the — determined — within - shop 

r anking in the — player information sto rage — means in 

corre s pondence with the player — ide n ti fication — inform ation; s h op 
judging — mean s — — reading — the — shop — iden tification — in formation 
corresponding to — the terminal identif i c ation — in f ormati o n o f — the 

means-; — rea ding the shop — iden tifi cation — i nform ation co rres ponding 
te — the — p layer i dentificati on — inform ation rec ei ved by tho gami ng 
evaluating— means — from — the — pl ayer inform ation — sto rag e m e a ns , — and 

^fudging- whether -or not the read two pieces o#- — shop 

-i d entific a tion— inform atio n c oi ncide with oae h oth er ; — re otri cting 
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the playor idontif ioation information received from the ono game 
terminal unit by the gaming evaluating moana io within a first 

specified — rank — order ; and — guidance — transmitting — m oans — fe*? 

transmitting guidance information including the playor 

identification information and the within shop ranking 

information of the player of the one game terminal unit to other 
game terminal units in the shop where the ono game terminal unit 
is — in s t a lled — in — o rder — to — displa ys — en — the — other — game — termin al 
units, — guid a nce to the effect that the player within the first 
s pecified rank order in the within shop ranking will — start — the 

game if the first restricting condition is j udged — to fee 

sat i s fied by the restricting condition j udg i ng mean s. 

According to this prog r a m-; the player i den ti fication 

information that is the identificat io n — inform at ion of th e 

players — is — s tored — in — the — p layo r — infor mat ion — stor ag e — m e an s — in 

-the id e n t ific ation— irn-fo rma t ion of — th e shops — to—w hich the play ers 
virtua-H-y — be-leag^ — and — the torm i-Brai — identific ation — i**#ormatHien 
t hat — is — the — identif i c ati on — informat ion — of — the — game — t er min a l 

correspond en ce — w it h — the — shop — identi ficati on — infor m ation — of — the 

: When — the — ga m ing — evaluatin g — m e ans — receives — the — t er min al 

piayor — identifi c atio n — i nfor ma ti o n — and — the — game — s ta r t — si gn al v 
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which — is — feke — operation — signal — fee — fefee — of foot — o€ — starting — fefee 
game, — from — feke — one — game — termin al — unit , — feke — one — game — termin al 
unit — is — inotruoted — fee — oonduot — fefee — game — and — fefee — reoult — e# — oaoh 
player is oaloulatod based on the result of the game and otorod 
— the — player — information — storage means — in — correspondence with 
the player identification information, 

Further, — the result tabulating means tabulates the results 

ef — feke — players — for each shop to which the players — belong — fee — afe 
every interval of the specified period to determine the within 
shop ranking, — and s tores — the determined within shop ranking in 
the player information — storage moan s — in corre s pondence with the 

player identifica tion infor m atio n . T hen -; — fe he shop judg ing m eans 

reads — fehe — s hop — i d e ntification — inform a tion corre s pondin g — fee — fehe 
terminal — iden tif ic atio n — infor m ation — ef — fehe — ene — game — tcrmina-l 




wh ether? — or — nefe — the — fewe — read — p-ieees — ef — shep — i den tif i o afei-en 
i-n-fermafeien — eo-ine-ide — wi-t-h — eaeh — ofeher-. — 



■Further-; fehe — restrict -in^ — con dition — fu dgin g — means — fudges 
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roooivod — from — the — one — game — termina l — unit — by — the — gaming 
evaluating moano io within tho firot opooificd rank order. 

In addition , — the guidance tran s mitting moano tranomito the 

guidance information including the player identification 

information — and — the — within ■ shop — ranking — information — &€ — the 
player of the one game terminal unit to tho other game termi nal 
unit s in tho shop whore the one game terminal unit is — installed 
in — order — te — display, — en — the — other — game — termina l — units y — the 

guidanc e te the effect that the — player — within the first 

s pecified rank order in the within chop ranking will — start — the 

game i-f the first restricting condition i-s j udge d te be 

sati sf ied by the restricting condition judging m eaas-; — 

S pe c i fic al ly , i-f the shop i dentific at ion informa ti on 

corres ponding — te — the — p la y er — i dentifi cation — i nf or mati o n and t he 
o ne corre sp onding t o th e terminal identification i nf o rm atio n ar c 

irs within t he first s p eeirf-ied-^ank— order- — the 
r>a-ti-en including the player identification 

piayer — of — the — one — game — terminal — unit — are — trans m itted — te — the 
et-her — game — termi-nal — units — in — the — shop — w here — the — one — game 
terminal — unit — i-s — ins t al led — in — order — te — di-sp-l-ay- — en — the — e ther 

wi t hin -^the first sp ecifie d ra nk — orde r in tho wi - th i n -s ho p r a n kin g 
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will start tho gamo. 

Tho guidance to tho of foot that the playor within the firot 

specified rank ordor in tho within shop ranking will start the 
gamo — is — displayed on tho other gamo terminal units — in tho s hop 
in — the — ease — whoro — the — playor — within — the — first — gpooifiod — rank 
ordor in tho within shop ranking will start tho game. — Thus , the 
players — playing by means — &€ — the — other gamo — termina l — un i ts — ean 
eeflf-i-an — that — the — player — virtually — belonging — te — this — shop — and 
being within — the — first — s pecified rank order — in — the within s hop 
ranking will start the game in this s hop . 

Accordingly , — tho players playing by moans of th e other game 

terminal — unit s — in — the — sh op wher e — t he one — game — terminal — unirt — is 
installed — ean — s pecifically — k n o w — the — player — virtually — bel o nging 
"to — thhis — s h op — and — being — withi n — the — fir o t — speei- f ied — rank — order 
(e. g . w ithi n — the tent h — p l ac e) in the — w it hin s hop — ran k i n g . 

and w illi ngness t o — com p ete — is ur ged-; — t hereby of f eet i v e l -y— making 
^t he ga m e moro inter e sting. 

p-l-aycrs playi ng by m eans of t h e o ther g a mo t e r mto al— uni-t s--in--^he 

>a-sed — and — gambl-i-ng — spirit — is — u-rged-r- 
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offcotively making tho game moro interesting. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG, 1 is a construction diagram showing a game system to 
which a game progress administering system according to the 
invention is applied; 

FIG. 2 is a perspective view showing an external appearance 
of a client terminal unit; 

FIG. 3 is a hardware construction diagram showing the 
client terminal unit; 

FIG. 4 is a diagram showing a functional construction of a 
control unit of the client terminal unit; 

FIG. 5 is a perspective view showing an external appearance 
of a shop server; 

FIG. 6 is a diagram showing a hardware construction of the 
shop server; 

FIG. 7 is a diagram showing a functional construction of 
the shop server; 

FIG. 8 is a diagram showing a hardware construction of a 
central server; 

FIG. 9 is a diagram showing a functional construction of a 
control unit of the central server; 

FIG. 10 is a flow chart showing an operations of the 
central server; 

FIG. 11 is a detailed flow chart showing a result 
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tabulation processing carried out in Step S101 of the flow chart 
shown in FIG. 10; 

FIG. 12 is a detailed flow chart showing a within-shop 
ranking guidance processing carried out in Step Sill of the flow 
chart shown in FIG. 10; 

FIG. 13 is a detailed flow chart showing a within-area 
ranking guidance processing carried out in Step S113 of the flow 
chart shown in FIG. 10; 

FIG. 14 is a detailed flow chart showing a within-ranking 
guidance processing carried out in Step SI 15 of the flow chart 
shown in FIG. 10; 

FIG. 15 is a flow chart (first half) showing a flow of 
operations of the client terminal unit; 

FIG. 16 is a flow chart (second half) showing a flow of 
operations of the client terminal unit; 

FIG. 17 is a flow chart showing a guidance display- 
processing occurring by an interrupt signal in the client 
terminal unit; 

FIG. 18 is a diagram showing a belonging-shop setting 
screen displayed in Steps S611 and S615 of the flow chart shown 
in FIG. 15; 

FIG. 19 is a diagram showing a belonging-shop result 
display screen displayed in Step S623 of the flow chart shown in 
FIG. 16; 

FIG. 20 is a diagram showing a within-shop result display 
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screen displayed in Step S623 of the flow chart shown in FIG, 
16; 

FIG, 21 is a diagram showing a VIP display screen displayed 
in Step S629 of the flow chart shown in FIG. 16; 

FIG. 22 is a diagram showing a participation receiving 
screen displayed in Step S631 of the flow chart shown in FIG. 
16; 

FIG. 23 is a diagram showing a competitor display screen 
displayed in Step S637 of the flow chart shown in FIG. 16; 

FIG. 24 is a diagram showing a competition screen displayed 
in Step S639 of the flow chart shown in FIG. 16; 

FIG. 25 is a diagram showing a competition result display 
screen displayed in Step S647 of the flow chart shown in FIG. 
16; 

FIG. 26 is a flow chart showing a flow of operations of the 
shop server; 

FIG. 27 is a diagram showing a previous -month within-shop 
ranking screen displayed in Step S807 of the flow chart shown in 
FIG. 26; 

FIG. 28 is a diagram showing a present-month within-shop 
ranking screen displayed in Step S809 of the flow chart shown in 
FIG. 26; 

FIG. 29 is a diagram showing a previous -month shop ranking 
screen displayed in Step S815 of the flow chart shown in FIG. 
26; 
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FIG. 30 is a diagram showing a present -month shop ranking 
screen displayed in Step S817 of the flow chart shown in FIG. 
26; and 

FIG. 31 is a diagram showing a guidance display screen 
displayed in response to an interrupt signal. 

BEST MODES FOR CARRYING OUT THE INVENTION 

FIG. 1 is a construction diagram showing a game apparatus 
to which a game progress administering system of the invention 
is applied. The game system is provided with client terminal 
units (corresponding to game terminal units) 1 assigned with 
corresponding identification information, shop servers 2 
(corresponding to shop monitor units) assigned with 
corresponding identification information and each communicably 
connected with a plurality of (eight in this example) client 
terminal units 1 via special lines 5, a central server 3 
(corresponding to the game progress administering system) 
communicably connected with a plurality of shop servers 2 via 
communication lines 4 to administer a game played by a plurality 
of players by means of the client terminal units 1. It should 
be noted that the shop servers 2 are communicably connected with 
each other via the communication lines 4 . 

Each client terminal unit 1 receives specified operations a 
player carries out while referring to game screens displayed on 
a monitor, and proceeds with a game in accordance with 
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instruction information transmitted from the corresponding shop 
server 2 (or central server 3) and operation signals from the 
other client terminal units 1 . 

Each shop server 2 is communicably connected with a 
plurality of (eight in this example) client terminal units 1 and 
the central server 3, transmits and receives data to and from 
the client terminal units 1 and the central server 3, and 
generates simulation operation signals necessary for the 
progress of the game and transmits it to the client terminal 
units 1 upon detecting the communication line 4 incapable of 
communication . 

The central server 3 are so connected with the client 
terminal units 1 operable by players as to be able to 
communicate operation signals necessary for the progress of the 
game with each other via the communication lines 4 (and the shop 
servers 2), administers the progress of a competition game, and 
stores characteristic data of players' fingerprints necessary 
for fingerprint authentication to be described later as player 
information in correspondence with user IDs. 

FIG. 2 is a perspective view showing the external 
appearance of one embodiment of the client terminal unit 1 . In 
the following description, a video game apparatus for business 
use integrally constructed with a monitor is described as one 
example of the client terminal unit . 

In this embodiment, a competition game played by means of 
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the client terminal units 1 according to the present invention 
is a mahjong game simulating mahjong and made up of a specified 
number of (here, four) players, wherein the player operating 
each client terminal unit 1 competes with those operating the 
other client terminal units 1 or CPU players. In the case of 
competing with the players operating the other client terminal 
units 1, data are transmitted and received between the client 
terminal units 1 via network communicators 18 to be described 
later, the shop servers 2 and the central server 3, etc. and 
information concerning game progress states are saved in the 
shop servers 2 . 

Each client terminal unit 1 is provided with a monitor 11 
for displaying game screens, a touch panel 11a for judging which 
button has been pressed to instruct based on an address of a 
button displayed on a game screen of the monitor 11 to urge the 
selection or the like and a position pressed by the player, a 
loudspeaker 12 for outputting sounds, a card reader 13 for 
reading information such as the user ID stored in an individual 
card, a fingerprint authenticating device 14 for extracting 
characteristic data necessary for the authentication of an 
individual using fingerprint information from a CCD camera 14a 
to be described later, and a coin receiving device 15 for 
receiving coins inserted by the player. The characteristic data 
extracted by the fingerprint authenticating device 14 is saved 
in a player information -£6-2-a 362b of the central server 3 to be 
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described later via the network communicator 18 , the shop server 
2 to be described later, etc. 

The monitor 11 is, for example, a thin liquid crystal 
display for displaying images. The loudspeaker 12 is for 
outputting specified messages and BGMs . The fingerprint 
authenticating device 14 includes the CCD camera 14a for picking 
up images of a player's fingerprint. Instead of the CCD camera 
14a, another digital image pickup apparatus (e.g. CMOS camera) 
may be used. The coin receiving device 15 is provided with a 
coin outlet 151 to which the coin is discharged in the case 
where the inserted coil is a defective coin or the like. 

The individual card is a magnetic card, an IC card or the 
like in which individual information such as a user ID is 
stored. Although not shown, the card reader 13 is for enabling 
the readout of the individual information from the inserted 
individual card. 

A control unit 16 (see FIG. 3) including a microcomputer 
for receiving detection signals from the respective devices and 
outputting control signals to the respective devices is provided 
at a specified position of the client terminal unit 1. 

FIG. 3 is a hardware construction diagram showing one 
embodiment of the client terminal unit 1. The control unit 16 
is for controlling the overall operation of the client terminal 
unit 1, and includes an information processor (CPU) 161, a RAM 
162 for temporarily saving information and the like obtained 
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during processings, and a ROM 163 storing specified image 
information, a game program and the like to be described later. 

An external input/output controller 171 converts the 
detection signals into digital signals to be used for the 
processings between the control unit 16 and detectors including 
the card reader 13, the touch panel 11a, the CCD camera 14a and 
the coin receiving device 15, and outputs command information to 
the respective detectors after converting it into control 
signals. Such signal processing and input/output processing are 
carried out, for example, in a time- sharing manner. An external 
device controller 172 outputs the control signals to the 
respective detectors and receives the detection signals from the 
respective detectors within the respective time-sharing periods. 

An imaging processor 111 is for causing the monitor 11 to 
display a desired image in accordance with an image displaying 
instruction from the control unit 16 and includes a video RAM 
and the like. A sound reproducing device 121 is for outputting 
a specified message, a BGM or the like to the loudspeaker 12 in 
accordance with an instruction from the control unit 16. 

The touch panel 11a is a rectangular thin layer element and 
constructed by covering an array of linear pressure-sensitive 
elements made of a transparent material vertically and 
horizontally arranged at specified intervals by a transparent 
cover, and is adhered to a display screen of the monitor 11. A 
known touch panel can be used as the touch panel 11a. The touch 
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panel 11a is capable of judging which button has been pressed to 
instruct based on the address of the button to urge the 
selection or the like displayed on the screen of the monitor 11 
and the pressed position. 

Mahjong tile objects, background images, various screen 
images and the like are stored in the ROM 163. Each of the 
mahjong tile objects and the like is comprised of a necessary 
number of polygons so as to enable the three-dimensional 
imaging. The imaging processor 111 performs a calculation for 
the conversion from positions in a three-dimensional space to 
those in a simulated three-dimensional space, a light source 
calculation and other calculations in accordance with an imaging 
instruction from the CPU 161, and writes an image data to be 
imaged in the video RAM, for example, writes (adheres) texture 
data in (to) an area of the video RAM designated by polygons 

based on the calculation results. 

) 

Here, a relationship between the operation of the CPU 161 
and that of the imaging processor 111 is described. The CPU 161 
reads image data, sound data, control program data and game 
program data from the ROM 163 in accordance with an operating 
system (OS) stored in the ROM 163 which is built in or 
detachably mountable from the outside. Part or all of the read 
image data, sound data, control program data, etc. are saved in 
the RAM 162. Thereafter, the CPU 161 performs processings in 
accordance with the control program and various data (image data 
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including polygons and textures of objects to be displayed and 
other character images, and sound data) saved in the RAM 162 and 
the detection signals and the like from the detectors, 

. Some data of various data stored in the ROM 163 that may be 
recorded on a detachable recording medium may be made readable 
by a driver such as a hard disk drive, an optical disk drive, a 
flexible disk drive, a silicon disk drive, or a cassette medium 
reader. In such a case, the recording medium is, for example, a 
hard disk, an optical disk, a flexible disk, a CD, a DVD or a 
semiconductor memory. 

The network communicator 18 is for transmitting and 
receiving various pieces of event information occurring during 
the execution of the mahjong game to and from the central server 
3 via the network, the shop server 2, etc. 

Here, an individual authentication method in each client 
terminal unit 1 is described. The individual authentication is 
for confirming that an actual player is identical with a player 
recognized by the client terminal unit 1 (or central server 3 
connected via the network communicator 18 and the network) . In 
the case where a player plays by means of the client terminal 
unit 1 for the first time, user ID data (identification 
information) is read from an inserted individual card by the 
card reader 13, an image of the player's fingerprint is picked 
up by the CCD camera 14a of the fingerprint authenticating 
device 14, and characteristic data necessary for the individual 
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authentication is extracted by the fingerprint authenticating 
device 14 using the fingerprint information from the CCD camera 
14a. The user ID data and the characteristic data are 
transmitted to the shop server 2 connected via the network 
communicator 18 and the network and transmitted from the shop 
server 2 to the central server 3 via the communication line to 
be stored in the player information storage 362a to be described 
later. In this way, the player is registered in the central 
server 3 . 

In the case where a player already registered in the 
central server 3 plays by means of the client terminal unit 1, 
user ID data is read from an inserted individual card by the 
card reader 13, an image of the player's fingerprint is picked 
up by the CCD camera 14a of the fingerprint authenticating 
device 14, and characteristic data necessary for the individual 
authentication is extracted by the fingerprint authenticating 
device 14 using the fingerprint information from the CCD camera 
14a. Then, the user ID data and the characteristic data are 
transmitted to the central server 3 connected via the network 
communicator 18, the network, the shop server 2 and the like, 
and the central server 3 judges as to whether or not the 
characteristic data corresponding to the user ID stored in the 
player information storage 362a. to be described later is 
identical with the received characteristic data. The player is 
permitted to play if the judgment result is affirmative while 
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being refused to play if the judgment result is negative (for 
example, an error message is displayed on the monitor 11 of the 
client terminal unit 1 to urge the player to conduct the 
fingerprint authentication again). 

FIG. 4 is a functional construction diagram showing the 
control unit 16 of the client terminal unit 1. The CPU 161 of 
the control unit 16 is provided with a game progress controlling 
section 161a for receiving an operation from the player and 
controlling the progress of the game in accordance with an 
instruction from the central server 3 and the mahjong rules, a 
guidance receiving section 161b for receiving guidance 
information from the central server 3, a guidance displaying 
section 161c for displaying the received guidance information, 
and a belonging-shop receiving section 161d for receiving a shop 
to which the player virtually belongs. Further, the RAM 162 of 
the control unit 16 is provided with a guidance storage 162a for 
storing the guidance information. 

The game progress controlling section 161a is for receiving 
an operation from the player by means of the touch panel 11a and 
the like and controlling the progress of the game in accordance 
with instructions from the central server 3 (or the shop server 
2) and the mahjong rules. The game progress controlling section 
161a also reads the user ID (corresponding to the player 
identification information) from the individual card for the 
aforementioned individual authentication and transmits it to the 
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central server 3 in correspondence with terminal identification 
information that is identification information of the client 
terminal unit 1. 

The guidance receiving section 161b receives the guidance 
information from the central server 3 via the shop server 2, and 
saves the received guidance information in the guidance storage 
162a. The guidance receiving section 161b also receives a 
player result and a shop result of the previous month from a 
guidance transmitting section 361e to be described later if the 
user ID is transmitted to the central server 3 by the game 
progress controlling section 161a and the last date of gaming is 
judged to be in the previous month by a gamin evaluating section 
361b of the central server 3 to be described later. 

The guidance displaying section 161c reads the guidance 
information received by the guidance receiving section 161b from 
the guidance storage 162a and displays it on the monitor 11. It 
should be noted that a display method including a display 
position on the screen is set beforehand in accordance with the 
kind of the guidance information as described later (see FIGS. 
19 to 24) . 

The belonging-shop receiving portion 161d receives shop 
identification information corresponding to the terminal 
identification information transmitted to the central server 3 
by the game progress controlling section 161a (shop 
identification information of a shop where the client terminal 
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unit 1 corresponding to the terminal identification information 
is installed) from the central server 3, receives an operation 
from a player via the touch panel 11a, and transmits setting 
instruction information to the effect that the shop, to which 
the player virtually belongs, is set (registered or changed) to 
a shop where the client terminal unit 1 being presently played 
is installed to the central server 3 (belonging- shop setting 
section 361a to be described later) . 

The guidance storage 162a is for temporarily saving the 
guidance information received by the guidance receiving section 
161b. The guidance information saved in the guidance storage 
162a may be erased after being displayed on the monitor 11 by 
the guidance displaying section 161c or may be erased after the 
lapse of a predetermined period (e.g. one month). In the latter 
case, the guidance information is preferably saved while being 
classified according to the kind of guidance, etc. 

FIG. 5 is a perspective view showing the external 
appearance of one embodiment of the shop server 2 . The shop 
server 2 is provided with a monitor 21 for displaying a ranking 
screen to be described later and the like, a loudspeaker 22 for 
outputting sounds, and an individual-card vending machine 25 for 
selling an individual card upon receiving coins inserted by a 
player . 

The monitor 21 has, for example, two CRTs for the purpose 
of largely displaying images . The two CRTs are disposed such 
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that longer sides of a substantially rectangular screen 
displaying portions for displaying the respective images abut on 
each other, and image signals are so controlled as to display 
one image on the two image displaying portions . 

The loudspeaker 22 is for outputting specified messages and 
BGMs. The individual -card vending machine 25 includes a coin 
receiving portion 24 for receiving coins inserted by the player, 
and a card discharging portion 23 for discharging an individual 
card. It should be noted that the coin receiving portion 24 is 
equipped with a coin outlet (not shown) for discharging a coin 
if the inserted coin is a defective coin or the like. 

A control unit 26 (see FIG. 6) comprised of a microcomputer 
and the like for receiving detection signals from the respective 
devices and outputting control signals to the respective devices 
is installed at a specified position of the shop server 2. 

FIG. 6 is a hardware construction diagram showing one 
embodiment of the shop server 2. The control unit 26 is for 
controlling the overall operation of the shop server 2 and is 
provided with an information processor (CPU) 261, a RAM 262 for 
temporarily saving information and the like obtained during 
processings, and a ROM 263 storing specified image information 
and the like . 

An image processor 211 is for causing the monitor 21 to 
display a necessary image in accordance with an image displaying 
instruction from the control unit 26 and includes a video RAM 
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and the like. A sound reproducing device 221 is for outputting 
a specified message or a BGM in accordance with an instruction 
from the control unit 26. 

Some data of various data stored in the ROM 263 that may be 
recorded on a detachable recording medium may be made readable 
by a driver such as a hard disk drive, an optical disk drive, a 
flexible disk drive, a silicon disk drive, or a cassette medium 
reader. In such a case, the recording medium is, for example, a 
hard disk, an optical disk, a flexible disk, a CD, a DVD or a 
semiconductor memory. 

A network communicator 28 is for transmitting and receiving 
various data to and from the central server 3 and the other shop 
servers 2 via a network such as WWW. An interface la is for 
transferring data among a plurality of (e.g. eight) client 
terminal units 1 connected with the shop server 2. 

FIG. 7 is a functional construction diagram showing the 
control unit 26 of the shop server 2. The RAM 2-6^ 2 61 of the 
control unit 26 is provided with a guidance receiving section 
261a for receiving the guidance information from the central 
server 3 and a guidance displaying section 261b for displaying 
the received guidance information on the monitor 11. The RAM 
262 of the control unit 26 is provided with a guidance storage 
262a for saving the guidance information. 

The guidance receiving section 261a receives the guidance 
information and ranking information from the central server 3 
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and saves the received guidance information and the ranking 
information in the guidance storage 262a. 

The guidance displaying section 261b reads the guidance 
information and the ranking information received by the guidance 
receiving section 261a from the guidance storage 162a 262a and 
causes the monitor 21 to display them. As described later, the 
display method such as the displayed position on the screen is 
set beforehand in accordance with the kind of the guidance 
information (see, FIGS. 27 to 31). 

The guidance storage 2 62a is for temporarily saving the 
guidance information and the ranking information received by the 
guidance receiving section 2 61a. The guidance information saved 
in the guidance storage 262a may be erased after being displayed 
on the monitor 21 by the guidance displaying section 261b or may 
be erased after the lapse of a predetermined period (e.g. one 
month). In the latter case, the guidance information is 
preferably saved while being classified according to the kind of 
guidance, etc. However, out of pieces of ranking information, 
previous -month ranking information to be described later is 
preferably saved at least for one month. 

FIG. 8 is a hardware construction diagram showing one 
embodiment of the central server 3. A control unit 36 is for 
controlling the overall operation of the central server 3, and 
is provided with an information processor (CPU) 361, a RAM 362 
for temporarily saving information and the like obtained during 
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processings, and a ROM 363 storing specified image information 
and the like. 

Some data of various data stored in the ROM 36 3 that may be 
recorded on a detachable recording medium may be made readable 
by a driver such as a hard disk drive, an optical disk drive, a 
flexible disk drive, a silicon disk drive, or a cassette medium 
reader. In such a case, the recording medium is r for example, a 
hard disk, an optical disk, a flexible disk, a CD, a DVD or a 
semiconductor memory. 

A network communicator 38 is for transmitting and receiving 
various data to and from a plurality of shop servers 2 via a 
network such as WWW (world-wide web). The game progress 
administering program of the present invention is stored in the 
ROM 363 and loaded into the RAM 3 62 and the game progress 
administering program in the RAM 362 is successively executed by 
the CPU 361 to realize the respective functions. 

FIG. 9 is a functional construction diagram showing the 
control unit 36 of the central server 3. The CPU 361 of the 
control unit 36 is provided with the belonging-shop setting 
section 361a (corresponding to belonging-shop setting means) for 
receiving a shop, to which the player virtually belongs, from 
the client terminal unit 1, a gaming evaluating section 361b 
(corresponding to gaming evaluating means) for instructing the 
client terminal unit 1 to execute a game and calculating a 
result of each player in accordance with the result of the game, 
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a result tabulating section 361c (corresponding to result 
tabulating means) for determining a within-shop ranking by 
tabulating the results of the players for each shop, to which 
the players virtually belong, at every interval of a specified 
period, a shop judging section 36 Id (corresponding to shop 
judging means) for judging as to whether or not the shop where 
the client terminal unit 1 being played is installed is the shop 
to which the player virtually belongs, a restricting condition 
judging section 36 le (corresponding to restricting condition 
judging means) for judging as to whether or not to satisfy a 
restricting condition, which is a condition for transmitting the 
guidance information to the client terminal unit 1 (or the shop 
server 2), a guidance transmitting section 361f (corresponding 
to guidance transmitting means) for transmitting the guidance 
information to the client terminal unit 1 (or the shop server 2) 
if the restricting condition is satisfied, and a ranking 
transmitting section 361g (corresponding to ranking transmitting 
means) for transmitting the ranking information to the shop 
server 2. 

The RAM 362 of the control unit 36 includes the player 
information storage 362a (corresponding to player information 
storage means) for saving player identification information, 
which is the identification information of the player, in 
correspondence with the shop identification information, which 
is the identification information of the shop to which the 
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player virtually belongs, a terminal information storage 362b 
(corresponding to terminal storage means) for saving the 
terminal identification information, which is the identification 
information of the client terminal unit 1 in accordance with the 
shop identification information, which is the identification 
information of the client terminal unit 1, and a shop 
information storage 362c (corresponding to shop information 
storage means) for saving the shop identification information, 
which is the identification information of the shop, in 
correspondence with area identification information, which is 
the identification information of an area where the shop is 
located. 

When the gaming evaluating section 361b receives the 
terminal identification information from the client terminal 
unit 1 (hereinafter, the client terminal unit 1 received by the 
gaming evaluating section 361b is referred to as client terminal 
unit 1A to be distinguished from the other client terminal units 
1), the belonging-shop setting section 361a reads the shop 
identification information corresponding to the terminal 
identification information of the client terminal unit 1A from 
the terminal storage 362b, transmits the shop identification 
information to the client terminal unit 1A, receives belonging- 
shop setting information to the effect of setting to virtually 
belong to the shop corresponding to the shop identification 
information from the client terminal unit 1A (belonging-shop 
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receiving section 161d) , and saves the shop identification 
information in the player information storage 362a in 
correspondence with the player identification information of the 
client terminal unit 1 . 

The gaming evaluating section 361b receives the terminal 
identification information of the client terminal unit 1A, the 
player identification information, a game start signal, which is 
an operation signal to the effect of starting the competition 
game, from the client terminal unit 1A (game progress 
controlling section 161a) , determines competing terminal units 
which are other client terminal units 1 to become competitors 
(hereinafter, client terminal units IB) in accordance with a 
specified rule (e.g. in the order of receiving the game start 
signals), and instructs the client terminal unit 1A and the 
client terminal units IB to execute the competition game. 

The gaming evaluating section 361b also receives the result 
of the competition game from the client terminal unit 1A (game 
progress controlling section 161a), calculates a result of each 
player in accordance with the result of the competition game, 
and saves the calculated results in the player information 
storage 362a in correspondence with the player identification 
information. Here, the result of each player is calculated as 
points corresponding to the score of chips of the mahjong game 
that is the competition game. 

Specifically, chips of 20000 points are virtually given to 
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each player at the start of the game (so-called distributed 
initial points are 20000 points), and calculates the score 
obtained by subtracting 20000 points from the score of the chips 
at the end of the game is calculated as points. For example, 
+13000 (= 33000-20000) points are evaluated if the chips amount 
to 33000 points at the end of the game, whereas -5000(= 15000- 
20000) points are evaluated if the chips amount to 15000 points 
at the end of the game. 

The result tabulating section 361c calculates accumulated 
points by adding up the points evaluated by the gaming 
evaluating section 361b, and calculates a within-shop rank order 
of each player, a shop rank order that is a nationwide ranking 
of each shop and a within -area shop rank order that is a rank 
order within a specified area (here, prefecture). Specifically, 
the result tabulating section 361c tabulates results (previous- 
month results) within a past predetermined period (here, one 
previous month) set beforehand, and calculates the within-shop 
ranking, the shop ranking, and within-area ranking ( previous - 
month within-shop rankings, previous -month shop ranking and 
previous -month within-area shop rankings, respectively). The 
result tabulating section 361c also tabulates results (present- 
month results) within a predetermined period up to the present 
(here, from the first of the present month to the present) set 
beforehand, and calculates the within-shop rankings, the shop 
ranking, and within-area shop rankings (present-month within- 
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shop rankings, present -month shop ranking and present -month 
within-area shop rankings, respectively). 

The result tabulating section 361c calculates the previous - 
month within -shop rankings, previous -month shop ranking and 
previous -month within-area shop rankings at timings set 
beforehand (here, the first of each month), and calculates each 
of the present-month within-shop rankings, present -month shop 
ranking and present -month within-area shop rankings at every 
interval of a specified period (e.g. every 30 minutes) set 
beforehand. The result tabulating section 361c saves the 
previous -month within-shop rankings and the present -month 
within-shop rankings in the player information storage 362a in 
correspondence with the player identification information, and 
saves the previous -month shop ranking and previous -month within- 
area shop rankings and the present -month shop ranking and 
present -month within-area shop rankings in the shop information 
storage 362c in correspondence with the shop identification 
information . 

The shop judging section 361d reads the shop identification 

information corresponding to the terminal identification 

information of the client terminal unit 1A from the terminal 

information storage 362b, reads the shop identification 

information corresponding to the player identification 

information received by the gaming evaluating section 361b from 

the player information storage -3^a 362a , and judges whether or 
« 
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not the read two pieces of shop identification information 
coincide with each other. In other words, the shop judging 
section 36 Id judges whether the shop where the client terminal 
unit 1A played by the player (playing shop) and the shop to 
which the player virtually belongs (belonging shop) coincide 
with each other. 

The shop judging section 361d reads the shop identification 
information corresponding to the terminal identification 
information of the client terminal unit 1A from the terminal 
information storage 362b, reads the shop identification 
information corresponding to the player identification 
information received by the gaming evaluating section 361b from 
the player information storage 3 6 1 a 362a , and judges whether 
pieces of area identification information corresponding to the 
read two pieces of shop identification information coincide with 
each other. In other words, the shop judging section 361d 
judges whether the area where the shop fiaving the client 
terminal unit 1A played by the player is located (playing area) 
and the area where the shop, to which the player virtually 
belongs, is located (belonging area) coincide with each other. 
It should be noted that areas are prefectures here. 

The restricting condition judging section 361e is for 
judging whether or not restricting conditions A, B to be 
described later and first to third restricting conditions are 
satisfied. First, the restricting condition A is the one to the 

F9M3 marked spec.wpd 



45 



MARKED SPECIFICATION 

F-9143 

effect that "the within-shop ranking corresponding to the player 
identification information received by the client terminal unit 
1A by the gaming evaluating section 361b is within a first 
specified rank order (here, within the tenth place)" and the 
first restricting condition is the one to the effect that 
"pieces of the shop identification information of the playing 
shop and the belonging shop are judged to coincide with each 
other by the shop judging section 361d and the restricting 
condition A is satisfied" . 

Further, the restricting condition B is the one to the 
effect that "the within-shop ranking of the player corresponding 
to the player identification information received by the client 
terminal unit 1A by the gaming evaluating section 361b is within 
the first specified rank order (here, within the tenth place) 
and the shop to which the player corresponding to the player 
identification information received from the client terminal 
unit 1A by the gaming evaluating section 361b belongs is within 
a specified second specified rank order (here, the first place)" 
and the second restricting condition is the one to the effect 
that pieces of the area identification information of the 
playing shop and the belonging shop are judged to coincide with 
each other by the shop judging section 361d (here, the playing 
area and the belonging area coincide with each other) and the 
restricting condition B is satisfied" . 

Further, the third restricting condition is the one to the 
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effect that "the within -shop rank order of the player 
corresponding to the player identification information received 
from the client terminal unit 1A by the gaming evaluating 
section 361b is within the first specified rank order (here, 
within the tenth place) and the shop rank order of the shop to 
which the player corresponding to the player identification 
information received from the client terminal unit 1A by the 
gaming evaluating section 361b virtually belongs is within a 
third specified rank order (here, the first place)". 

The guidance transmitting section 361f is for transmitting 
specified guidance information to the client terminal units 1 or 
the shop server 2 in accordance with the judgment results on the 
restricting conditions A , B and the first to third restricting 
conditions by the restricting condition judging section 36 le. 

First, in the case where the restricting condition judging 
section 36 le judged that the third restricting condition is 
satisfied, the guidance transmitting section 361f transmits 
guidance information including the player identification 
information of the player of the client terminal unit 1A, the 
within- shop ranking information, the shop identification 
information and the shop ranking information (hereinafter, 
headquarter guidance information) to the client terminal units 
1A' to display guidance to the effect that the player virtually 
belonging to the shop within the third specified rank order 
(here, the first place) in the shop ranking and being within the 
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first specified rank order (herein, within the tenth place) in 
the within-shop ranking will start the game on the other client 
terminal units 1A' of the shop where the client terminal unit 1A 
is installed and the shop server 2A in the shop where the client 
terminal unit 1A is installed. 

Further, in the case where the restricting condition 
judging section 361e judged that the third restricting condition 
is satisfied, when the competing terminal units (client terminal 
units IB) are determined by the gaming evaluating section 361b, 
the guidance transmitting section 361f transmits guidance 
information including the player identification information of 
the player of the client terminal unit 1A, the within-shop 
ranking information, the shop identification information and the 
shop ranking information (i.e., headquarter guidance 
information) to the client terminal units IB to display guidance 
to the effect that the player virtually belonging to the shop 
within the third specified rank order (here, the first place) in 
the shop ranking and being within the first specified rank order 
(herein, within the tenth place) in the within-shop ranking was 
determined as a competitor. 

Subsequently, if no headquarter guidance information was 
transmitted, the guidance transmitting section 361f transmits 
guidance information including the player identification 
information of the player of the client terminal unit 1A, the 
within-shop ranking information, the shop identification 
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information and the shop ranking information and the within-area 
shop ranking information (hereinafter, main-shop guidance 
information) to the client terminal units 1A' and the shop 
server 2A to display guidance to the effect that the player 
virtually belonging to the shop within the second specified rank 
order (here, the first place) in the shop ranking and being 
within the first specified rank order (herein, within the tenth 
place) in the within -shop ranking will start the game on the 
other client terminal units 1A' of the shop where the client 
terminal unit 1A is installed and the shop server 2A in the shop 
where the client terminal unit 1A is installed, in the case 
where the restricting condition judging section 361e judged the 
second restricting condition to be satisfied. 

Further, if no headquarter guidance information was 
transmitted, the guidance transmitting section 361f transmits 
guidance information including the player identification 
information of the player of the client terminal unit 1A, the 
within-shop ranking information, the shop identification 
information and the shop ranking information and the within-area 
shop ranking information (i.e., main-shop guidance information) 
to the client terminal units IB to display guidance to the 
effect that the player virtually belonging to the shop within 
the second specified rank order (here, the first place) in the 
within-area shop ranking and being within the first specified 
rank order (herein, within the tenth place) in the within-shop 

F9143 marked spec.wpd 



49 



MARKED SPECIFICATION 

F-9143 

ranking was determined as a competitor on the client terminal 
units IB, when the competing terminal units (client terminal 
units IB) are determined by the gaming evaluating section 361b 
in the case where the restricting condition judging section 361e 
judged the restricting condition B to be satisfied. 

If neither the headquarter guidance information nor the 
main- shop guidance information was transmitted, the guidance 
transmitting section 36 If transmits guidance information 
including the player identification information and the within- 
shop ranking information of the player of the client terminal 
unit 1A (hereinafter, branch guidance information) to the other 
client terminal units 1A' and the shop server 2A in the shop 
where the client terminal unit 1A is installed to display 
guidance to the effect that the player within the first 
specified rank order (herein, within the tenth place) in the 
within-shop ranking will start the game on the other client 
terminal units 1A' and the shop server 2A, in the case where the 
restricting condition judging section 361e judged the first 
restricting condition to be satisfied. 

Further, if neither the headquarter guidance information 
nor the main-shop guidance information was transmitted, the 
guidance transmitting section 361f transmits guidance 
information including the player identification information and 
the within-shop ranking information of the player of the client 
terminal unit 1A (hereinafter, branch guidance information) to 
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the client terminal units IB to display guidance to the effect 
that the player within the first specified rank order (herein, 
within the tenth place) in the within-shop ranking was 
determined as a competitor on the client terminal units IB, when 
the competing terminal units (client terminal units IB) are 
determined by the gaming evaluating section 361b in the case 
where the restricting condition judging section 361e judged the 
restricting condition A to be satisfied. 

In the case of transmitting the guidance information to the 
client terminal units 1A' and the shop server 2A, the guidance 
transmitting section 361f transmits the guidance information 
while adding an interrupt signal thereto in order to make an 
interrupt display on the client terminal units 1A' and the shop 
server 2A. 

The ranking transmitting section 361g reads the shop 
identification information and the shop ranking information from 
the shop information storage 362c, generates shop ranking 
information by sorting pieces of the shop ranking information 
according to the shop rank orders, and transmits the shop 
ranking information to the shop servers 2. 

The ranking transmitting section 361g reads the shop 
identification information, the area identification information 
and the within-area shop ranking information from the shop 
information storage 362c, generates within-area shop ranking 
information (concerning shops having the same area 

P9143 marked spec.wpd 



51 



MARKED SPECIFICATION 

F-9143 

identification information) for each area by sorting pieces of 
within-shop ranking information according to the within-area 
rank orders, and transmits the within-area shop ranking 
information for each area to the shop servers 2 of the shops 
having the corresponding area identification information. 

The ranking transmitting section 361g reads the player 
identification information, the within-shop ranking information 
and the shop identification information from the player 
information storage 362a, generates within-shop ranking 
information (concerning players having the same shop 
identification information) for each shop by sorting pieces of 
within-shop ranking information according to the within-shop 
rank orders, and transmits the within-shop ranking information 
of each shop to the shop server 2 of the shop having the 
corresponding shop identification information. 

The player information storage 362a is for saving the shop 
identification information of the shop to which each player 
virtually belongs in correspondence with the player 
identification information, the accumulated points calculated by 
the result tabulating section 361c, the within-shop ranking 
information and point information corresponding to past gaming 
date information obtained by the gaming evaluating section 361b. 

The terminal information storage 362b is for storing the 
shop identification information in correspondence with the 
terminal identification information that is the identification 
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information of the client terminal units 1. Here, it is assumed 
that the shop identification information is stored beforehand in 
the terminal information storage 362b in correspondence with the 
terminal identification information. The shop information 
storage 362c is for storing the within-area shop ranking 
information and the shop ranking information obtained by the 
result tabulating section 361c in correspondence with the shop 
identification information . 

FIG. 10 is a flow chart outlining the operation of the 
central server 3. First, a result tabulation processing to be 
described with reference to FIG. 11 is carried out by the result 
tabulating section 361c (Step S101). Then, the belonging shop 
setting section 361a judges whether or not the player 
identification information (player ID) and the terminal 
identification information (terminal ID) have been received from 
the client terminal unit 1A (Step S103). If these pieces of 
information are judged not to have been received (NO in Step 
S103), this routine enters a standby state. If these pieces of 
information are judged to have been received (YES in Step S103), 
the belonging-shop setting section 361a judges whether or not an 
instruction signal to the effect of setting the belonging shop 
has been received from the client terminal unit 1A (Step S105). 

This routine proceeds to Step Sill if no instruction signal 
has been received (NO in Step S105). The belonging-shop setting 
section 361a reads the shop ID corresponding to the terminal ID 
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received in Step S103 from the terminal information storage 362b 
and replaces the shop ID stored in the player information 
storage 362a by the read shop IF (Step S107) if the instruction 
signal has been received (YES in Step S105). Then, the 
accumulated points saved in the player information storage 362a 
are initialized to "0" (Step S109). 

If the judgment result in Step S105 is negative or if the 
processing in Step S109 is completed, a shop ranking guidance 
processing to be described later with reference to FIG. 12 is 
carried out (Step Sill). Then, a within-area shop ranking 
guidance processing to be described later with reference to FIG. 
13 is carried out (Step S113), and a within-shop ranking 
guidance processing to be described with reference to FIG. 14 is 
carried out (Step S115). Thereafter, this routine returns to 
Step S101 to repeat the processings of Step S101 to Step S115. 

FIG. 11 is a detailed flow chart showing the result 
tabulation processing carried out in Step S101 of the flow chart 
shown in FIG. 10. It should be noted that the following 
operations are all carried out by the result tabulating section 
361c. First, it is judged whether or not a predetermined time 
(here, 30 minutes) has lapsed after operations in Steps S203 to 
S211 were carried out last time (Step S201). If it is judged 
that 30 minutes have not yet lapsed (NO in Step &2-Q^-S201 ) , this 
subroutine returns. If it is judged that 30 minutes have lapsed 
(YES in Step S^0^ S201 ) , the accumulated points of the respective 
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players are compared to obtain player rank orders (Step S203). 

Out of the players virtually belonging to the shop, the 
within- shop ranking is determined in the descending order of the 
player rank orders obtained in Step S203 for each shop (with 
reference to the shop IDs of the players saved in the player 
information storage 362a) , and are saved in the player 
information storage 362a in correspondence with the player IDs 
(Step S205). Subsequently, the accumulated points of the 
players within the tenth place in the within -shop ranking are 
added to obtain shop points for each shop (Step S207). 

Subsequently, the shop ranking is determined in the 
descending order of the shop points obtained in Step S207 and 
saved in the shop information storage 362c in correspondence 
with the shop IDs (Step S209). Then, the within-area shop 
ranking is determined in the descending order of the shop points 
for each area (with reference to the area identification 
information of the shops saved in the shop information storage 
362c) and saved in the shop information storage 362c in 
correspondence with the shop IDs (Step S211). 

Then, present date information is read from a clock (not 
shown in FIG. 8) built in the control unit 36 to judge whether 
or not month has changed (Step S213). This subroutine returns 
if the month is judged not to have been changed (NO in Step 
S213). If the month is judged to have been changed, previous- 
month rank orders and previous -month cumulative points, which 
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are results of the previous month are rewritten by the 
respective players' present -month rank orders and present -month 
cumulative points, which are results of the present month, saved 
in the player information storage 362a , and previous -month rank 
orders and previous -month within-area shop rank orders of the 
respective shops saved in the shop information storage 362c are 
rewritten by present -month rank orders and present -month within- 
area shop rank orders of the respective shops (Step S215). 
Then, present-month cumulative point data of the respective 
players are initialized to B 0" (Step S217) and this subroutine 
returns . 

FIG. 12 is a detailed flow chart showing a ranking guidance 
processing carried out in Step Sill of the flow chart shown in 
FIG. 10. First, the restricting condition judging section 361e 
reads the shop ID corresponding to the player ID from the player 
information storage 362a (Step S301). Then, the restricting 
condition judging section 361e reads the shop rank order 
corresponding to the shop ID from the shop information storage 
362c (Step S303). Subsequently, the restricting condition 
judging section 361e judges whether or not the shop rank order 
is the first place (Step S305). 

If the shop rank order is judged not to be the first place 
(NO in Step S305), this subroutine returns. If the shop rank 
order is judged to be the first place (YES in Step S305), the 
restricting condition judging section 361e reads the within-shop 
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rank order corresponding to the player ID from the player 
information storage (Step S307). Then, the restricting 

condition judging section 361e judges whether or not the within- 
shop rank order is within the tenth place (first place to tenth 
place) (Step S309). 

If the within-shop rank order is judged not to be within 
the tenth place (eleventh place or lower) (NO in Step S309), 
this subroutine returns. If the within-shop rank order is 
judged to be within the tenth place (YES in Step S309), the 
guidance transmitting section 361f transmits the player ID, the 
within-shop rank order, the shop ID and the shop rank order 
(first place) to the other terminal units (client terminal units 
1A') within the shop while adding an interrupt signal thereto 
(Step S311). The guidance transmitting section 361f transmits 
the player ID, the within-shop rank order, the shop ID and the 
shop rank order (first place) (i.e. headquarter guidance 
information) to the shop server 2A in the shop while having an 
interrupt signal added thereto (Step S315). 

Subsequently, the restricting condition judging section 
361e judges whether the gaming evaluating section 361b has 
determined the client terminal units IB to become competitors 
(Step S317). If the client terminal units IB are judged not to 
have been determined (NO in Step S317), this subroutine enters s 
standby state. If the client terminal units IB are judged to 
have been determined (YES in Step S317), the guidance 
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transmitting section 361f transmits the player ID, the within - 
shop rank order, the shop ID and the shop rank order (first 
place) (i.e. headquarter guidance information) to the client 
terminal units IB (Step S319), and this subroutine returns to 
Step S101 of the flow chart shown in FIG. 10 to carry out the 
processings of Step S101 and the succeeding steps. 

FIG. 13 is a detailed flow chart showing the within-area 
ranking guidance processing carried out in Step S113 of the flow 
chart shown in FIG. 10., First, the shop judging section 361d 
reads the shop ID corresponding to the player ID from the player 
information storage 362a (Step S401) and reads the area ID 
corresponding to the read shop ID from the shop information 
storage 362c (Step S403). Subsequently, the restricting 

condition judging section 361e reads the within-area shop rank 
order corresponding to the shop ID read in Step S4 03 from the 
shop information storage 362c (Step S410). Then, the shop 
judging section 36 Id reads the shop ID corresponding to the 
terminal ID from the terminal information storage 36 2b (Step 
S405), and reads the area ID corresponding to the read shop ID 
from the shop information storage 362c (Step S407). 

Subsequently, the shop judging section 361d judges whether 
or not the area ID read in Step S403 and the area ID read in 
Step S407 coincide with each other (Step S409). If these area 
IDs are judged not to coincide (NO in Step S409), this 
subroutine returns. If these area IDs are judged to coincide 
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(YES in Step S409), whether or not the within-area shop rank 
order read in Step S404 is the first place is judged (Step 
S410). If the within-area shop rank order is judged not to be 
the first place (second place or lower) (NO in Step S410), this 
subroutine returns . 

If the within-area shop rank order is judged to be the 
first place (YES in Step S410), the restricting condition 
judging section 361e reads the within-shop rank order 
corresponding to the player ID from the player information 
storage 362a (Step S411). Then, the restricting condition 
judging section 361e judges whether or not the within-shop rank 
order is within the tenth place (first place to tenth place) 
(Step S413) . 

If the within-shop rank order is judged not to be within 
the tenth place (eleventh place or lower) (NO in Step S413), 
this subroutine returns. If the within-shop rank order is 
judged to be within the tenth place (YES in Step S413), the 
guidance transmitting section 361f transmits the player ID, the 
within-shop rank order, the shop ID and the within-area shop 
rank order to the other terminal units in the shop (client 
terminal units lA r ) while adding an interrupt signal thereto 
(Step S415). Then, the guidance transmitting section 361f 
transmits the player ID, the within-shop rank order, the shop ID 
and the within-area shop rank order (first place) (i.e. main- 
shop guidance information) to the shop sever 2A in the shop 
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while adding an interrupt signal thereto (Step S417). 

Subsequently, the restricting condition judging section 
361e judges whether or not the gaming evaluating section 361b 
has determined the client terminal units IB to become 
competitors (Step S419). If the client terminal units IB are 
judged not to have been determined (NO in Step S419), this 
subroutine enters s standby state. If the client terminal units 
IB are judged to have been determined (YES in Step S419), the 
guidance transmitting section 3 6 If transmits the player ID, the 
within- shop rank order, the shop ID and the within-area shop 
rank order (first place) (i.e. main-shop guidance information) 
to the client terminal units IB (Step S412), and this subroutine 
returns to Step S101 of the flow chart shown in FIG. 10 to carry 
out the processings of Step S101 and the succeeding steps. 

FIG. 14 is a detailed flow chart showing the within-ranking 
guidance process carried out in Step S115 of the flow chart 
shown in FIG. 10. First, the shop judging section 36 Id reads 
the shop ID corresponding to the player ID from the player 
information storage 362a (Step S501 ) and reads the shop ID 
corresponding to the terminal ID from the terminal information 
storage 362b (Step S503). Then, the shop judging section 361d 
judges whether or not the shop ID read in Step S501 and the shop 
ID read in Step S503 coincide with each other (Step S505). 

If these shop IDs are judged not to coincide (NO in Step 
S505), this subroutine returns. If these shop IDs are judged to 
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coincide (YES in Step S505), the restricting condition judging 
section 361e reads the within-shop rank order corresponding to 
the player ID is read from the player information storage 362a 
(Step S507). Then # the restricting condition judging section 
361e judges whether or not the within-shop rank order is within 
the tenth place (first place to tenth place) (Step S509). 

If the within-shop rank order is judged not to be within 
the tenth place (eleventh place or lower) (NO in Step S509), 
this subroutine returns. If the within-shop rank order is 
judged to be within the tenth place (YES in Step S509), the 
guidance transmitting section 361f transmits the player ID and 
the within-shop rank order to the other terminal units in the 
shop (client terminal units 1A' ) while adding an interrupt 
signal thereto (Step S511). Then, the guidance transmitting 
section 361f transmits the player ID and the within-shop rank 
order (i.e. branch guidance information) to the shop sever 2A in 
the shop while adding an interrupt signal thereto (Step S513). 

Subsequently, the restricting condition judging section 
361e judges whether or not the gaming evaluating section 361b 
has determined the client terminal units IB to become 
competitors (Step S515). If the client terminal units IB are 
judged not to have been determined (NO in Step S515) „ this 
subroutine enters s standby state. If the client terminal units 
IB are judged to have been determined (YES in Step S515), the 
guidance transmitting section 361f transmits the player ID and 
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the within -shop rank order (i.e. branch guidance information) to 
the client terminal units IB (Step S517), and this subroutine 
returns to Step S101 of the flow chart shown in FIG. 10 to carry- 
out the processings of Step S101 and the succeeding steps. 

FIGS. 15 and 16 are a flow chart showing the operation of 
the client terminal unit 1. Unless otherwise specified, the 
following process is carried out by the game progress 
controlling section 161a. First, the individual information 
such as the player ID (user ID) data is read from the inserted 
individual card by the card reader 13 (Step S601), and the 
player ID and the terminal ID assigned to the client terminal 
unit 1 are transmitted to the central server 3 (Step S603). 
Then, the belonging-shop receiving section 161d obtains the shop 
IDs corresponding to the player ID and the terminal ID from the 
central server 3 (Step S605). 

Subsequently, the belonging- shop receiving section 161d 
judges whether or not the belonging shop ID, which is the shop 
ID corresponding to the player ID, is present (stored in the 
player information storage 362a of the central server 3) (Step 
S607). If the belonging shop ID is judged to be absent (NO in 
Step S607), the belonging-shop receiving section 161d judges 
whether or not the belonging shop ID is set to the shop ID 
corresponding to the terminal ID through an operation of the 
player by means of the touch panel 11a (Step S609). If it is 
judged not to set the belonging shop ID to the shop ID (NO in 
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Step S609), this subroutine proceeds to Step S619. If it is 
judged to set the belonging shop ID to the shop ID (YES in Step 
S609), an instruction signal to the effect of setting the 
belonging shop ID to the shop ID corresponding to the terminal 
ID is transmitted to the central server 3 (Step S611) and this 
subroutine proceeds to Step S619. 

If the judgment result in Step S607 is affirmative, the 
belonging-shop receiving section 161d judges whether or not the 
shop IDs corresponding to the player ID and the terminal ID 
coincide with each other (Step S613). If these shop IDs are 
judged to coincide (YES in Step S613), this subroutine proceeds 
to Step S619. If these shop IDs are judged not to coincide (NO 
in Step S613), the belonging-shop receiving section 161d judges 
whether or not the belonging shop ID is set to the shop ID 
corresponding to the terminal ID through an operation of the 
player by means of the touch panel 11a (Step S615). If it is 
judged not to set the belonging shop ID to the shop ID (NO in 
Step S615), this subroutine proceeds to Step S619. If it is 
judged to set the belonging shop ID to the shop ID (YES in Step 
S615), an instruction signal to the effect of setting the 
belonging shop ID to the shop ID corresponding to the terminal 
ID is transmitted to the central server 3 (Step S617) and this 
subroutine proceeds to Step S619. 

If the judgment result in Step S609 is negative, the one in 
Step S613 is affirmative or the one in Step S615 is negative or 
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if the operation in Step S611 or S617 is completed, the 
belonging-shop receiving section 161d judges whether or not the 
belonging shop ID, which is the shop ID corresponding to the 
player ID, is present (stored in the player information storage 
362a of the central server 3) (Step S619). If the belonging 
shop ID is judged to be absent (NO in Step S619), this 
subroutine proceeds to Step S631. If the belonging shop ID is 
judged to be present (YES in Step S619), a past gaming date is 
obtained from the player information storage 362a and whether or 
not the game to be played this time is the first game in the 
present month (the last playing date and the playing date this 
time are in different months) is judged using the last gaming 
date and the present date (Step S621). 

If the game to be played this time is judged not to be the 
first one in the present month (NO in Step S621), this 
subroutine proceeds to Step S625. If it is judged to be the 
first one in the present month (YES in Step S621), the shop rank 
order, the within-area shop rank order and the within-shop rank 
order of the previous month are obtained from the central server 
3 and displayed on the monitor 11 (Step S623) (see FIGS. 19 and 
20). If the judgment result in Step S621 is negative or if the 
operation in Step S623 is completed, the within-shop rank order 
of the previous month is obtained from the central server 3 
(Step S625) and judgment is made as to whether or not the 
within-shop rank order of the previous month is within the tenth 
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place (Step S627). If the within-shop rank order is judged not 
to be within the tenth place (eleventh place or lower) (NO in 
Step S627), this subroutine proceeds to Step S631. If the 
within-shop rank order is judged to be within the tenth place 
(YES in Step S627), a VIP treatment screen is displayed on the 
monitor 11 to honor the within-shop rank order of the tenth 
place or higher (Step S629). 

If the judgment result in Step S619 is negative or the one 
in Step S627 is negative or the operation in Step S629 is 
completed, participation in the competition game is received 
through an operation of the player by means of the touch panel 
11a and information to the effect that the player is 
participating is transmitted to the central server 3 (Step 
S631). Then, whether or not information to the effect that 
competitors were determined has been received from the central 
server 3 is judged (Step S633). If the information to the 
effect that the competitors were determined has not been 
received (NO in Step S633), this subroutine enters a standby 
state. If the information to the effect that the competitors 
were determined has been received (YES in Step S633), the 
guidance receiving section 161b judges whether or not 
instruction information instructing the guidance display 
concerning the competitors has been received from the central 
server 3 (Step S635). 

If the instruction information instructing the guidance 
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display has not been received (NO in Step S635), this subroutine 
proceeds to Step S639. If the instruction information 
instructing the guidance display has been received (YES in Step 
S635), the guidance displaying section 161c causes guidance 
concerning the competitors to be displayed (Step S637). If the 
judgment result in Step S635 is negative or the operation in 
Step S637 is completed, the competition game is conducted (Step 
S639). Then, whether or not the competition game has been ended 
is judged (Step S641). If the competition game is judged not to 
have been ended (NO in Step S641), this subroutine returns to 
Step S639 to continue the competition game. 

If the competition game is judged to have been ended (YES 
in Step S641), whether or not the belonging shop ID, which is 
the shop ID corresponding to the player ID, is present is judged 
(Step S643). If the belonging shop ID is judged to be absent 
(NO in Step S643), this subroutine proceeds to Step S649. If 
the belonging shop ID is judged to be present (YES in Step 
S643), points corresponding to the game result are transmitted 
to the central server 3 (Step S645) and accumulated points after 
the update are received from the central server 3 and displayed 
on the monitor 11 (Step S647). If the judgment result in Step 
S643 is negative or the operation in Step S647 is completed, 
judgment is made as to whether or not to continue to play 
through an operation of the player by means of the touch panel 
11a (Step S649). If it is judged to continue to play (YES in 
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Step S649), this subroutine returns to Step S631 to repeat the 
operations in Steps S631 to S647. If it is judged not to 
continue to play (NO in Step S649), this subroutine is ended. 

FIG, 17 is one example of the guidance display processing 
that occurs in response to an interrupt signal in the client 
terminal unit 1. First, the guidance receiving section 161b 
judges whether or not any guidance information has been received 
(Step S701). If no guidance information is judged to have been 
received (NO in Step S701), this routine enters a standby state. 
If the guidance information is judged to have been received (YES 
in Step S701), the guidance displaying section 161c judges 
whether or not the guidance information received in Step S701 is 
the guidance information by the within -ranking guidance 
processing shown in FIG. 12 (= branch guidance information) 
(Step S703 ) . 

If it is judged to be the branch guidance information (YES 
in Step S703). the guidance displaying section 161c causes the 
player ID and the within -shop rank order to be displayed as 
guidance (Step S705) and this routine returns. If it is judged 
not to be the branch guidance information (NO in Step S703), the 
guidance displaying section 161c judges whether or not the 
guidance information received in Step S701 is the guidance 
information by the within-area ranking guidance processing shown 
in FIG. 13 (= main-shop guidance information) (Step S707). 

If it is judged to be the main-shop guidance information 
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(YES in Step S707), the guidance displaying section 161c causes 
the player ID, the within -shop rank order, the shop ID and the 
within-area shop rank order (first place) to be displayed as 
guidance (Step S709) and this routine returns. If it is judged 
not to be the main -shop guidance information (i.e. headquarter 
guidance information) (NO in Step S707), the guidance displaying 
section 161c causes the player ID, the within-shop rank order, 
the shop ID and the shop rank order (first place) to be 
displayed as guidance (Step S711) and this routine returns. 

FIGS. 18 to 25 are examples of diagrams showing various 
screens displayed on the monitors 11 of the client terminal 
units 1. FIG. 18 is one example of the diagram showing a 
belonging-shop setting screen displayed in Steps S611 and S615 
of the flow chart shown in FIG. 15. On a belonging-shop setting 
screen 600 are displayed a point describing portion 601 arranged 
substantially in the center and adapted to display a descriptive 
text concerning points, a shop displaying portion 602 arranged 
below the point describing portion 601 and adapted to display 
the area ID and the shop ID, a YES button 603 to be pressed down 
in the case of setting the shop displayed in the shop displaying 
portion 602 to the belonging shop, and a NO button 604 to be 
pressed down in the case of not setting the shop displayed in 
the shop displaying portion 602 to the belonging shop. 

Since "Hyogo Main Office, ABC Game Center" is displayed in 
the shop displaying portion 602, the area ID of this shop is 
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"Hyogo Prefecture" , the shop ID is "ABC Game Center" and "Main 
Office" is displayed, it can be known that this shop is in the 
first place among those within the area. The player can set 
this shop to the belonging shop by confirming the area ID and 
the shop ID of the shop where the client terminal unit 1 he is 
presently playing is installed and pressing the YES button 603 
down in the case of wishing to set this shop to the belonging 
shop . 

FIG. 19 is a diagram showing a belonging-shop result 
display screen displayed in Step S623 of the flow chart shown in 
FIG. 16. On a belonging- shop result display screen 610 are 
displayed a title displaying portion 614 arranged at an upper 
part and adapted to show the display of the shop result of the 
previous month, a main-shop displaying portion 611 arranged 
substantially in the center of the screen and adapted to show 
that the within-area shop rank order was the first place, a shop 
result describing portion 612 arranged below the main-shop 
displaying portion 611 and adapted to display the detailed 
information of the shop result of the previous month, and a shop 
rank-order displaying portion 613 arranged below the shop result 
describing portion 612 and adapted to display the shop rank 
order and the within-area rank order of the previous month. 

In the main-shop displaying portion 611 are displayed "ABC 
Game Center became 'Hyogo Main Office'", from which it can be 
known that the previous month's within-area rank order of the 
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"ABC Game Center", which is the belonging shop of the player, 
was the first place. In the shop rank-order displaying portion 
613 is displayed, " 1 st Place/123 shops" is displayed in the row 
of "Within Prefecture", from which it can be known that the 
previous month's within -area shop rank order of this shop (ABC 
Game Center) was the first place. Further, "2 nd Place/1234 
shops" is displayed in the row of "Nationwide", from which it 
can be known that the previous month's shop rank order of this 
shop was the second place among 1234 shops nationwide. It 
should be noted that information such as the previous month's 
shop accumulated points is displayed in the shop result 
describing portion 612. 

FIG. 20 is a diagram showing a within-shop result display 
screen displayed in Step S623 of the flow chart shown in FIG. 
16. On a within-shop result display screen 620 are displayed a 
title displaying portion 621 arranged at an upper part and 
adapted to show the display of the within-shop result of the 
previous month, a within-shop result displaying portion 622 
arranged substantially in the center of the screen and adapted 
to show that the within-shop rank order was the first place, and 
a description displaying portion 623 arranged below the within- 
shop displaying portion 622 and adapted to display description 
concerning the within-shop result. In the within-shop result 
displaying portion 622 is displayed "You Became First Place in 
ABC Game Center", from which it can be known that the previous 
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month's within-shop rank order of the player is the first place. 

FIG, 21 is a diagram showing a VIP display screen displayed 
in Step S629 of the flow chart shown in FIG. 16. A player 
information displaying portion 631 for displaying the player 
information is displayed substantially in the center of a VIP 
display screen 630. In the player information displaying 
portion 631 are displayed a shop ID displaying part 631a for 
displaying the shop ID of the belonging shop of the player, a 
within-shop rank order displaying part 631b for displaying the 
within-shop rank order of the player, and a player ID displaying 
part 631c for displaying the player ID of the player. 

In the shop ID displaying part 631a is displayed "ABC Game 
Center", from which it can be known that the shop ID of the 
belonging shop of the player is "ABC Game Center". In the 
within-shop rank order displaying part 631b is displayed 
"Within-Shop No. 1 Mahjong Player", from which it can be known 
that the previous month's within-shop rank order of the player 
was the first place. Further, "Mr. Taro" is displayed in the 
player ID displaying part 631c, from which it can be known that 
the player ID of this player is "Taro". Since this screen is 
displayed only to the players whose within-shop rank orders are 
within the tenth place, the players' interest in the within-shop 
ranking is increased and the gambling spirit of the players 
within the tenth place in the within-shop ranking is urged by 
displaying this screen. 
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FIG, 22 is a diagram showing a participation receiving 
screen displayed in Step S631 of the flow chart shown in FIG. 
16. On a participation receiving screen 640 are displayed game 
selection buttons 641 arranged at the left side to be operated 
to select a game, and a result displaying portion 642 arranged 
at a lower right part and adapted to display the present month's 
result of the player up to the present. In the result 
displaying portion 642 are displayed a rank-order displaying 
part 642a for displaying the rank order (nationwide rank order) 
of the player, a within-shop rank-order displaying part 642b for 
displaying the present month's within-shop rank order of the 
player, and a better player displaying part 642c for displaying 
the player IDs of three players above the player in the within- 
shop ranking. 

The player can select a desired game by pressing down any 
one of the game selection buttons 641. In the rank order 
displaying part 642a is displayed "100 th Place Nationwide", 
from which it can be known that the present month's nationwide 
rank order of the player is the 100 th place. Further, w 10 th Place 
within Shop" is displayed in the within-shop rank-order 
displaying part 642b, from which it can be known that the 
present month's within-shop rank order of the player is the 10 th 
place. In addition, the player IDs of three players having rank 
orders (7 th to 9 th places) above the present month's rank order 
(10 th place) of the player are displayed in the better player 
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displaying part 642c , whereby the player can confirm the player 
IDs of the competitors within the shop. 

FIG. 23 is a diagram showing a competitor display screen 
displayed in Step S637 of the flow chart shown in FIG. 16. On a 
competitor display screen 650 are displayed a player information 
displaying portion 651 arranged at a lower part and adapted to 
display the player information such as the player ID of the 
player, a guidance displaying portion 652 arranged at the right 
side and adapted to display the guidance information of the 
player at the right side (shimocha) of the player. and 
competitor displaying portions 653 arranged at the upper and 
left sides and adapted to display the player IDs and the like 
player information of the players at the opposite side (toimen) 
and at the left side (kamicha) . 

In the player information displaying portion 651 is 
displayed "Taro", from which it can be known that the player ID 
is "Taro". In the guidance displaying portion 652 is displayed 
"Headquarter No. 1 Mahjong Player" , from which it can be known 
that a player who belongs to the shop being the first place in 
the shop ranking and is the first place in the within-shop 
ranking was determined as a competitor. Further, the 

competitors other than the one displayed in the guidance 
displaying portion 652 can be confirmed by the information 
displaying portion 653. 

FIG. 24 is a diagram showing a competition screen displayed 
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in Step S639 of the flow chart shown in FIG. 16. At the bottom 
of a competition screen 660 are displayed a Reach button PBB to 
be pressed in the case of calling "Reach", a Chi button PBC to 
be pressed down in the case of calling "Chi", a Pon button PBD 
to be pressed in the case of calling "Pon", a Kong button PBE to 
be pressed in the case of calling "Kong", a completion button 
PBF to be pressed in the case of declaring the completion of a 
wining hand, an advance button PBG to be pressed in the case of 
advancing to the next wind, and a call changing button PBH to be 
pressed in the case of changing the selection as to whether any 
call is to be made to the discarded tiles of the other players. 

Further, hand objects 661 representing the hand of the 
player are displayed in a standing manner at the bottom side of 
the competition screen 660, and competitor's hand objects 663 
representing the hands of the competitors are displayed in a 
standing manner at the upper, left and right sides of the 
competition screen 660. Further, a wall object 664 representing 
a wall including a "Dora" tile is displayed substantially in the 
center of the competition screen 660, and discarded- tile objects 
662 representing the discarded tiles are displayed around the 
wall object 664. Since kind displaying surfaces representing 
the kinds of the hand objects 661 are faced toward a camera 
viewpoint, the player can confirm the kinds of the hand object 
661 upon seeing the competition screen 660. For example, the 
kind of the second hand object from the left is "Character tile 
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5". 

Further, player ID displaying portions NP for displaying 
the player IDs of the respective players are displayed between 
the wall object 664 and the discarded- tile objects 662 on the 
competition 660, and a wind mark PRM showing the prevailing wind 
is displayed below the player ID displaying portion NP of the 
competitor at the right side (shimocha). It can be, for 
example, known from the player ID displaying portions NP that 
the player ID of the player is "Suzakuoh" and that of the 
competitor at the left side of the player is "Nanachan" . It can 
be also known that the prevailing wind is east upon seeing a 
character "East" written in the wind mark PRM. 

In addition, a guidance displaying portion 665 for 
displaying the guidance information is displayed at the top part 
of the competition screen 660. In the guidance displaying 
portion 665 is displayed "Mr. Taro, Within-Shop No. 1 Player, 
Has Come", from which it can be known that the player who 
belongs to this shop and is the first place in the within-shop 
ranking (player whose player ID is "Taro") started playing by 
means of another client terminal unit 1 of the shop where the 
client terminal unit 1 the player (player whose player ID is 
"Suzakuoh") is currently playing is installed. 

FIG. 25 is a diagram showing a competition result display 
screen displayed in Step S647 of the flow chart shown in FIG. 
16. On a competition result display screen 670 are displayed a 
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player information displaying portion 671 arranged at the bottom 
side and adapted to display the player ID, the scope of chips, 
and the like of the player, competitor displaying portions 672 
arranged at the right, upper and left sides and adapted to 
display the player IDs and the scope of chips of the players at 
the right side (shimocha), at the upper side (toimen), and the 
left side (kamicha), and an accumulated-point displaying portion 
673 arranged at the bottom side and adapted to display 
accumulated points reflecting the competition result of the 
player . 

Further, a player ID displaying part 671a for displaying 
the player ID of the player, a score displaying part 6 71b for 
displaying the score of chips as a result of the competition, 
and a point displaying part 671c for displaying points obtained 
from the score of chips are displayed in the player information 
displaying portion 671. "33000" is displayed in the score 
displaying part 671b, from which it can be known that the score 
of chips as a result of the competition is 33000 points. 
Further, "+13000" is displayed in the point displaying part 
671c, from which it can be known that the points obtained as a 
result of the competition were +13000 (= 33000-20000). 
Furthermore, "136000 P (7 th place within the shop)" is displayed 
in the accumulated point displaying portion 673, from which it 
can be known that the accumulated points of the player became 
136000 P and the within-shop rank order of the player became the 
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7 th place. 

FIG. 26 is a flow chart showing the operation of the shop 
server 2. First, the guidance receiving section 261a reads the 
current date information from a clock (not shown in FIG. 6) 
built in the control unit 26 and judges whether or not today is 
the first day of the month (Step S801). If today is judged not 
to be the first day of the month (NO in Step S801), this routine 
proceeds to Step S805. If today is judged to be the first day 
of the month (YES in Step S801), the guidance receiving section 
261a obtains the within-shop ranking information, the shop 
ranking information and the within-area shop ranking information 
of the previous month (i.e. previous -month ranking information) 
from the center server 3 (Step S803). 

If the judgment result in Step S801 is negative or if the 
operation in Step S803 is completed, the guidance receiving 
section 261a obtains the within-shop ranking information, the 
shop ranking information and the within-area shop ranking 
information of the present month (i.e. present -month ranking 
information) from the center server 3 (Step S805). Then, the 
guidance displaying section 261b causes the within-shop ranking 
information of the present month (i.e. present-month within-shop 
ranking information) to be displayed (Step S809) after a 
predetermined time (e.g. three minutes) after causing the 
within-shop ranking information of the previous month (i.e. 
previous -month within-shop ranking information) to be displayed 
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(Step S807). 

Subsequently, the guidance displaying section 261b causes 
the within-area shop ranking information of the present month 
(i.e. present-month within-area shop ranking information) to be 
displayed (Step S813) after a predetermined time (e.g. three 
minutes) after causing the within-area shop ranking information 
of the previous month (i.e. previous -month within-area shop 
ranking information) to be displayed (Step S811). Then, the 
guidance displaying section 261b causes the shop ranking 
information of the present month (i.e. present-month shop 
ranking information) to be displayed (Step S817) after a 
predetermined time (e.g. three minutes) after causing the shop 
ranking information of the previous month (i.e. previous -month 
shop ranking information) to be displayed (Step S815). 

Subsequently, the guidance receiving section 261a judges 
whether or not a period of thirty minutes or longer has lapsed 
after the operation in Step S805 was carried out (Step 
&&& 9S819 ) . If the period of thirty minutes or longer is judged 
not to have lapsed (NO in Step S8^9 S819 ) , this routine returns 
to Step S807 and the operations in Step S807 to S817 are 
repeated. If the period of thirty minutes or longer is judged 
to have lapsed (YES in Step S&Q-9 S819 ) , this routine returns to 
Step S805 and the operations in Step S805 to S817 are repeated. 

FIGS. 27 to 31 are examples of diagrams showing various 
screens displayed on the monitor 21 of the shop server 2. FIG. 
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27 is a diagram showing a present -month within -shop ranking 
screen displayed in Step S807 of the flow chart shown in FIG. 
26. On a present-month within-shop ranking screen 700 are 
displayed a ranking displaying portion 701 arranged 
substantially in the center and adapted to display the present - 
month within-shop ranking and terminal information displaying 
portions 702 arranged at the upper and bottom sides and adapted 
to display the information of the client terminal units 1 (here, 
eight) in the shop where the shop server 2 is installed. 

A ranking displaying part 701a for displaying the within- 
shop ranking in the descending order toward the bottom, an ID 
displaying part 701b for displaying the player IDs, and a point 
displaying part 701c for displaying accumulated points are 
displayed in the ranking displaying portion 701 in this order 
from the left side of the screen. For example, it can be known 
that the player ID of the player who is the first place in the 
within-shop ranking is "Taro" and his accumulated points are 
"123000 P". In other words, the player IDs , the accumulated 
points and the like can be confirmed for each within-shop rank 
order by seeing the information displayed in the ranking 
displaying portion 701. 

FIG. 28 is a diagram showing a present -month within-shop 
ranking screen displayed in Step S809 of the flow chart shown in 
FIG. 26. On a present -month within-shop ranking screen 710 are 
displayed a ranking displaying portion 711 arranged 
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substantially in the center and adapted to display the present- 
month within-shop ranking, and terminal information displaying 
portions 712 arranged at the upper and bottom sides and adapted 
to display the information of the client terminal units 1 (here, 
eight) in the shop where the shop server 2 is installed. 

A ranking displaying part 711a for displaying the within- 
shop ranking in the descending order toward the bottom, an ID 
displaying part 711b for displaying the player IDs, a previous - 
month ranking displaying part 711c for displaying the within- 
shop rank order of the previous month if the previous -month 
within-shop rank order of the player was within the tenth place, 
and a point displaying part 7 lid for displaying the accumulated 
points up the present time are displayed in the ranking 
displaying portion 711 in this order from the left side of the 
screen. For example, it can be known that the player ID of the 
player who is the tenth place in the within-shop ranking is 
"Taro", his accumulated points are "11000 P" and he was the 
first place in the within-shop ranking last month. In other 
words, the player ID, the accumulated points, the previous -month 
within-shop rank order and the like can be confirmed for each 
within-shop rank order by seeing the information displayed in 
the ranking displaying portion 711. 

FIG. 29 is a diagram showing a previous -month shop ranking 
screen displayed in Step S815 of the flow chart shown in FIG. 
26. On a previous -month shop ranking screen 720 are displayed a 
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ranking displaying portion 721 arranged substantially in the 
center and adapted to display the previous -month shop ranking, 
and terminal information displaying portions 722 arranged at the 
upper and bottom sides and adapted to display the information of 
the client terminal units 1 (here, eight) in the shop where the 
shop server 2 is installed. 

A ranking displaying part 721a for displaying the shop 
ranking in the descending order toward the bottom, an area 
displaying part 721b t f or displaying the area IDs (names of 
prefectures) of the locations of the shops, an ID displaying 
part 7 21c for displaying the shop IDs, and a point displaying 
part 7 2 Id for displaying the accumulated points of the shops are 
displayed in the ranking displaying portion 721 in this order 
from the left side of the screen. For example, it can be known 
that the shop ID of the shop that is the second place in the 
shop ranking is "ABC Game Center", the area ID thereof is Hyogo 
(Prefecture), and the accumulated points thereof are "1213100 
P". In other words, the shop ID, the area ID, the accumulated 
points and the like can be confirmed for each shop rank order by 
seeing the information displayed in the ranking displaying 
portion 701. 

FIG. 30 is a diagram showing a present -month shop ranking 
screen displayed in Step S817 of the flow chart shown in FIG. 
26. On a present-month shop ranking screen 730 are displayed a 
ranking displaying portion 731 arranged substantially in the 
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center and adapted to display the present -month shop ranking, 
and terminal information displaying portions 732 arranged at the 
upper and bottom sides and adapted to display the information of 
the client terminal units 1 (here, eight) in the shop where the 
shop server 2 is installed. 

A ranking displaying part 731a for displaying the shop 
ranking in the descending order toward the bottom, an area 
displaying part 731b for displaying the area IDs (names of 
prefectures) of the locations of the shops, an ID displaying 
part 731c for displaying the shop IDs, a shop name appellation 
displaying portion 731d for displaying the shop appellations 
(headquarter, main shops, branches) of the previous month, and a 
point displaying part 731e for displaying the accumulated points 
of the shops up to the present time are displayed in the ranking 
displaying portion 731 in this order from the left side of the 
screen. For example, it can be known that the shop ID of the 
shop that is the second place in the shop ranking is "ABC Game 
Center", the area ID thereof is Hyogo (Prefecture), the name 
appellation of the previous month is "Main Office" , and the 
accumulated pints of the shop up to the present time are "90000 
P". In other words, the shop ID, the area ID, the shop 
appellation of the previous month, the accumulated points and 
the like can be confirmed for each shop rank order by seeing the 
information displayed in the ranking displaying portion 731. 

FIG. 31 is a diagram showing a guidance display screen 
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displayed in response to an interrupt signal. On a guidance 
display screen 740 are displayed a guidance displaying portion 
741 arranged substantially in the center and adapted to display 
the guidance information transmitted from the central server 3 
while having an interrupt signal added thereto, and terminal 
information displaying portions 742 arranged at the upper and 
bottom sides and adapted to display the information of the 
client terminal units 1 (here, eight) in the shop where the shop 
server 2 is installed. 

In the guidance displaying portion 741 are displayed a 
player ID displaying part 741a for displaying the player ID and 
a ranking displaying part 741b for displaying the within-shop 
rank order of the player and the like. Since "Taro" is 
displayed in the player ID displaying part 741a and "Within-Shop 
No. 1 Player Has Come" is displayed in the ranking displaying 
part 741b, it can be known that the player belonging to the shop 
where the shop server 2 displaying the guidance display screen 
740 is installed, being the first place in the within-shop 
ranking and having the player ID of n Taro" started playing in 
this shop. 

As described above, in the case where the player within a 
first specified rank order (here, tenth place) in the within- 
shop ranking will start a game by means of the client terminal 
unit 1A in the shop to which the player virtually belongs , 
guidance to the effect that the player within the first 
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specified rank order in the within-shop ranking is displayed to 
the other client terminal units 1A' in this shop as in the 
guidance displaying portion 665 of the competition screen 660 
shown in FIG. 24. Thus, the players playing the game by means 
of the client terminal units 1A' can confirm that the player 
virtually belonging to this shop and being within the first 
specified rank order in the within-shop ranking will start the 
game in this shop. 

Accordingly, the players playing the game by means of the 
client terminal units 1A' in the shop where the client terminal 
unit 1A is installed can specifically know the player virtually 
belonging to this shop and being within the first specified rank 
order in the within-shop ranking. Therefore, an interest in the 
within-shop ranking is increased and willingness to compete is 
urged, thereby effectively making the game more interesting. 

Since the player within the first specified rank order in 
the within-shop ranking can make such an appeal to the players 
playing by means of the other client terminal units 1A' in this 
shop that his within-shop rank order is within the first 
specified rank order upon starting the game in the shop to which 
he virtually belongs, an interest in the within-shop ranking is 
increased and gambling spirit is urged, thereby effectively 
making the game more interesting. Further, since the VIP 
display screen 6 30 shown in FIG. 21 is displayed when the player 
within the first specified rank order in the within-shop ranking 
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starts the game in the shop to which he virtually belongs, an 
interest in the within-shop ranking is increased and gambling 
spirit is urged, thereby effectively making the game more 
interesting. 

Further, in the case where the player within the first 
specified rank order in the within-shop ranking starts the 
competition game by means of the client terminal unit lA f 
guidance to the effect that the player within the first 
specified rank order in the within-shop ranking was determined 
as a competitor is displayed as in the guidance displaying 
portion 652 of the competitor display screen 650 shown in FIG. 
23 when the client terminal units IB are determined to become 
competitors. Thus, the players playing by means of the client 
terminal units IB can confirm that the player within the first 
specified rank order in the within-shop ranking is a competitor. 

Accordingly, the players playing by means of the client 
terminal units IB can know that they will compete with the 
player within the first specified rank order (here, within the 
tenth place) in the within-shop ranking, thereby increasing an 
interest in the within-shop ranking and effectively making the 
competition game more interesting. 

Further, since the player within the first specified rank 
order in the within-shop ranking can make such an appeal to the 
players playing by means of the client terminal units IB and 
becoming competitors upon starting the game that his within-shop 
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rank order is within the first specified rank order, an interest 
in the within -shop ranking is increased and gambling spirit is 
urged, thereby effectively making the competition game more 
interesting. 

Particularly, in the case where another client terminal 
unit lA r installed in the same shop as the client terminal unit 
1A operated by the player within the first specified rank order 
in the within-shop ranking was determined as the client terminal 
unit IB to become a competitor, the player playing by means of 
the client terminal unit IB to become the competitor (here, 
client terminal unit 1A' ) can specifically know the player 
within the first specified rank order (e.g. within the tenth 
place) in the within-shop ranking in the shop where the client 
terminal unit 1A' he is currently playing is installed. 
Therefore, an interest in the within-shop ranking is increased 
and willingness to compete is urged, thereby more effectively 
making the game more interesting. 

In addition, in the case where the player within the first 
specified rank order (here, within the tenth place) in the 
within-shop ranking starts the game by means of the client 
terminal unit 1A in the shop to which he virtually belongs, 
guidance to the effect that the player within the first 
specified rank order in the within-shop ranking will start the 
game is displayed to the shop server 2 in the shop as in the 
guidance displaying portion 741 of the guidance display screen 
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740 shown in FIG, 31. Thus, the players and spectators present 
in this shop can confirm that the player virtually belonging to 
this shop and being within the first specified rank order in the 
within-shop ranking will start the game in this shop. 

Accordingly, the players and spectators in the shop where 
the client terminal unit 1A is installed can specifically know 
that the player virtually belonging to this shop and being 
within the first specified rank order in the within-shop ranking 
will start the game in this :Shop. Therefore, an interest in the 
within-shop ranking is increased and willingness to compete is 
urged, thereby effectively making the game more interesting. 

Since the player within the first specified rank order in 
the within-shop ranking can make such an appeal to the players 
and the spectators in this shop that his within-shop rank order 
is within the first specified rank order upon starting the game 
in the shop to which he virtually belongs, an interest in the 
within-shop ranking is increased and gambling spirit is urged, 
thereby effectively making the game more interesting. 

Further, in the case where the player virtually belonging 
to the shop within a second specified rank order (here, first 
place) in the within-area shop ranking and being within the 
first specified rank order (here, within the tenth place) in the 
within-shop ranking starts the game by means of the client 
terminal unit 1A in the shop having the same area identification 
information as the shop to which he virtually belongs (located 
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in the same area ) , guidance to the effect that the player 
virtually belonging to the shop within the second specified rank 
order in the within-area shop ranking and being within the first 
specified rank order in the within -shop ranking is displayed to 
the other client terminal units 1A' in this shop as in the 
guidance displaying portion 665 of the competition screen 660 
shown in FIG. 24. Thus, the players playing by means of the 
client terminal units 1A' can confirm that the player virtually 
belonging to the shop within the second specified rank order in 
the within-area shop ranking and being within the first 
specified rank order in the within-shop ranking will start the 
game . 

Accordingly, the players playing the game by means of the 
other client terminal units 1A' in the shop where the client 
terminal unit 1A is installed can specifically know the player 
virtually belonging to the shop having the same area 
identification information as this shop (located in the same 
area) and within the second specified rank order (e.g. first 
place) in the within-area shop ranking, and being within the 
first specified rank order (e.g. within the tenth place) in the 
within-shop ranking. Therefore, an interest in the within-area 
shop ranking and the within-shop ranking is increased and 
willingness to compete is urged, thereby effectively making the 
game more interesting. 

Since the player belonging to the shop within the second 

F9143 marked spec.wpd 



88 



MARKED SPECIFICATION 

F-9143 

specified rank order in the within-area shop ranking and being 
within the first specified rank order in the within-shop ranking 
can make such an appeal to the players playing by means of the 
client terminal units 1A' in this shop that the within-area shop 
rank order of the shop to which he virtually belongs is within 
the second specified rank order and his within-shop rank order 
is within the first specified rank order upon starting the game 
in the shop having the same area identification information as 
the shop to which he virtually belongs (located in the same 
area). Therefore, an interest in the within-area shop ranking 
and the within-shop ranking is increased and gambling spirit is 
urged, thereby effectively making the game more interesting. 

In addition, in the case where the player virtually 
belonging to the shop within the second specified rank order in 
the within-area shop ranking and being within the first 
specified rank order in the within-shop ranking starts the game 
by means of the client terminal unit 1A, guidance to the effect 
that the player virtually belonging to the shop within the 
second specified rank order in the within-area shop ranking and 
being within the first specified rank order in the within-shop 
ranking was determined as a competitor is displayed to the 
client terminal units IB as in the guidance displaying portion 
652 of the competitor display screen 650 shown in FIG. 23 when 
the client terminal units IB are determined to become 
competitors. Thus, the players playing the game by means of the 
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client terminal units IB can confirm that the player virtually 
belonging to the shop within the second specified rank order in 
the within -area shop ranking and being within the first 
specified rank order in the within -shop ranking is a competitor. 

Accordingly, the players playing by means of the client 
terminal units IB and becoming competitors can know that they 
will compete with the player virtually belonging to the shop 
within the second specified rank order (here, first place) in 
the within-area shop ranking (i.e. main shop) and being within 
the first specified rank order (here, within the tenth place) in 
the within-shop ranking. Therefore, an interest in the within- 
area shop ranking and the within-shop ranking is increased, 
thereby effectively making the competition game more 
interesting . 

The player virtually belonging to the shop within the 
second specified rank order in the within-area shop ranking and 
being within the first specified rank order in the within-shop 
ranking can make such an appeal to the players playing by means 
of the client terminal units IB and becoming competitors that 
the within-area shop rank order of the shop to which he 
virtually belongs is within the second specified rank order and 
his within-shop rank order is within the first specified rand 
order upon starting the game. Therefore, an interest in the 
within-area shop ranking and the within-shop ranking is 
increased and gambling spirit is urged, thereby effectively 
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making the competition game more interesting. 

Particularly, in the case where another client terminal 
unit 1A' installed in the same shop as the client terminal unit 
1A operated by player virtually belonging to the shop within the 
second specified rank order in the within-area shop ranking and 
being within the first specified rank order in the within- shop 
ranking is determined as the client terminal unit IB to become a 
competitor, the player playing by means of the client terminal 
unit IB (here, client terminal unit 1A') and becoming a 
competitor can specifically know the player belonging to the 
shop having the same area identification information as the shop 
where the client terminal unit 1A' he is currently playing is 
installed (located in the same area) and within the second 
specified rank order in the within-area shop ranking, and being 
within the first specified rank order (e.g. within the tenth 
place) in the within-shop ranking. Therefore, an interest in 
the within-area shop ranking and the within-shop ranking is 
further increased and willingness to compete is urged, thereby 
more effectively making the game more interesting. 

Further, in the case where the player virtually belonging 
to the shop within the second specified rank order in the 
within-area shop ranking and being within the first specified 
rank order in the within-shop ranking starts the game by means 
of the client terminal unit 1A in a shop having the same area 
identification information (located in the same area) as the 
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shop to which the player virtually belongs, guidance to the 
effect that the player virtually belonging to the shop within 
the second specified rank order in the within -area shop ranking 
and being within the first specified rank order in the within- 
shop ranking will start the game is displayed to the shop server 
2 in this shop as in the guidance displaying portion 741 of the 
guidance display screen 740 shown in FIG. 31. Thus, players and 
spectators present in this shop can confirm that the player 
virtually belonging to the shop within the second specified rank 
order in the within-area shop ranking and being within the first 
specified rank order in the within-shop ranking will start the 
game in this shop. 

Accordingly, the players and the spectators present in the 
shop where the client terminal unit 1A is installed can 
specifically know the player virtually belonging to the shop 
having the same identification information (located in the same 
area) as this shop and within the second specified rank order 
(herein, first place) in the within-area shop ranking and being 
within the first specified rank order (here, within the tenth 
place) in the within-shop ranking. Therefore, an interest in 
the within-area shop ranking and the within-shop ranking is 
increased and willingness to compete is urged, thereby 
effectively making the competition game more interesting. 

Further, the player virtually belonging to the shop within 
the second specified rank order in the within-area shop ranking 
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and being within the first specified rank order in the within- 
shop ranking can make such an appeal to the players and the 
spectators present in this shop that the within-area rank order 
of the shop to which he virtually belongs is within the second 
specified rank order and his within-shop rank order is within 
the first specified rank order upon starting the game in the 
shop having the same identification information (located in the 
same area) as the shop to which he virtually belongs. 
Therefore, an interest in the within-area shop ranking and the 
within-shop ranking is increased and gambling spirit is urged, 
thereby effectively making the competition game more 
interesting. 

In addition, in the case where the player virtually 
belonging to the shop within a third specified rank order (here, 
first place) in the shop ranking (i.e. headquarter) and being 
within the first specified rank order in the within-shop ranking 
starts the game by means of the client terminal unit 1A, 
guidance to the effect that the player virtually belonging to 
the shop within the third specified rank order in the shop 
ranking and being within the first specified rank order in the 
within-shop ranking will start the game is displayed on the 
other client terminal units 1A' in this shop as in the guidance 
displaying portion 665 of the competition screen 660 shown in 
FIG. 24. Thus, the players playing the game by means of the 
other client terminal units can confirm that the player 
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virtually belonging to the shop within the third specified rank 
order in the shop ranking and being within the first specified 
rank order in the within-shop ranking will start the game. 

Accordingly, the players playing by means of the other 
client terminal units 1A' in the shop where the client terminal 
unit 1A is installed can specifically know the player virtually 
belonging to the shop within the third specified rank order 
(here, first place) in the shop ranking (i.e. headquarter) and 
being within the first specified rank order (here, within the 
tenth place) in the within-shop ranking. Therefore, an interest 
in the shop ranking and the within-shop ranking is increased and 
willingness to compete is urged, thereby effectively making the 
competition game more interesting. 

Further, the player virtually belonging to the shop within 
the third specified rank order in the shop ranking and being 
within the first specified rank order in the within-shop ranking 
can make such an appeal to the players playing by means of the 
game terminal units in an arbitrary shop that the shop to which 
he virtually belongs is within the third specified rank order in 
the shop ranking and his within-shop rank order is within the 
first specified rank order upon starting the game in this shop. 
Therefore, an interest in the shop ranking and the within-shop 
ranking is increased and gambling spirit is urged, thereby 
effectively making the competition game more interesting. 

Further, in the case where the player virtually belonging 
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to the shop within the third specified rank order in the shop 
ranking and being within the first specified rank order in the 
within- shop ranking starts the competition game by means of the 
client terminal unit 1A, guidance to the effect that the player 
virtually belonging to the shop within the third specified rank 
order in the shop ranking and being within the first specified 
rank order in the within- shop ranking was determined as. a 
competitor is displayed on the client terminal units IB as in 
the guidance displaying portion 652 of the competitor display 
screen 650 shown in FIG. 2 3 when the client terminal units IB to 
become competitors are determined. Thus, the players playing 
the game by means of the client terminal units IB can confirm 
that the player virtually belonging to the shop within the third 
specified rank order in the shop ranking and being within the 
first specified rank order in the within-shop ranking is a 
competitor. 

Accordingly, the players playing by means of the client 
terminal units IB and becoming competitors can specifically know 
that they will compete with the player virtually belonging to 
the shop within the third specified rank order (here, first 
place) in the shop ranking (i.e. headquarter) and being within 
the first specified rank order (here, within the tenth place) in 
the within-shop ranking. Therefore, an interest in the shop 
ranking and the within-shop ranking is increased, thereby 
effectively making the competition game more interesting. 
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Further, the player virtually belonging to the shop within 
the third specified rank order in the shop ranking and being 
within the first specified rank order in the within -shop ranking 
can make such an appeal to the players playing by means of the 
game terminal units as competitors that the shop to which he 
virtually belongs is within the third specified rank order in 
the shop ranking and his within -shop rank order is within the 
first specified rank order upon starting the game. Therefore, 
an interest in the shop ranking and the within -shop ranking is 
increased and gambling spirit is urged, thereby effectively 
making the competition game more interesting. 

Particularly, in the case where another client terminal 
unit 1A' installed in the same shop as the client terminal unit 
1A operated by the player virtually belonging to the shop within 
the third specified rank order and being within the first 
specified rank order in the within-shop ranking is determined as 
the client terminal unit IB to become a competitor, the player 
playing by means of the client terminal unit IB (here, client 
terminal unit 1A' ) and becoming a competitor can specifically 
know the player virtually belonging to the shop within the third 
specified rank order in the shop ranking and being within the 
first specified rank order in the within-shop ranking. 
Therefore, an interest in the shop ranking and the within-shop 
ranking is increased and willingness to compete is urged, 
thereby more effectively making the game more interesting. 
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In addition, in the case where the player virtually 
belonging to the shop within the third specified rank order in 
the shop ranking (i.e. headquarter) and being within the first 
specified rank order in the within-shop ranking starts the game 
by means of the client terminal unit 1A, guidance to the effect 
that the player virtually belonging to the shop within the third 
specified rank order in the shop ranking and being within the 
first specified rank order in the within-shop ranking will start 
the game is displayed on the shop server 2 in this shop as in 
the guidance displaying portion 741 of the guidance display 
screen 740 shown in FIG. 31. Thus, players and spectators 
present in this shop can confirm that the player virtually 
belonging to the shop within the third specified rank order in 
the shop ranking and being within the first specified rank order 
in the within-shop ranking will start the game in this shop. 

Accordingly, the players and the spectators present in the 
shop where the client terminal unit 1A is installed can 
specifically know the player virtually belonging to the shop 
within the third specified rank order (here, first place) in the 
shop ranking and being within the first specified rank order 
(here, within the tenth place) in the within-shop ranking. 
Therefore, an interest in the shop ranking and the within-shop 
ranking is increased and willingness to compete is urged, 
thereby effectively making the competition game more 
interesting . 
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Further, the player virtually belonging to the shop within 
the third specified rank order in the shop ranking and being 
within the first specified rank order in the within-shop ranking 
can make such an appeal to players and spectators present in an 
arbitrary shop that the shop to which he virtually belongs is 
within the third specified rank order in the shop ranking and 
his within-shop rank order is within the first specified rank 
order upon starting the game in this shop. Therefore, an 
interest in the shop ranking and the within-shop ranking is 
increased and gambling spirit is urged, thereby effectively 
making the competition game more interesting. 

Further, when the belonging-shop setting section 361a 
receives the belonging-shop setting information to the effect of 
setting to virtually belong to the shop corresponding to the 
shop identification information via the belonging-shop setting 
screen 600 shown in FIG. 18 from the client terminal unit 1A, 
this shop identification information is stored in the player 
information storage 362a in correspondence with the player 
identification information of the client terminal unit 1A. 
Therefore, the shop where the client terminal unit 1A by means 
of which the game will be started can be set (registered and 
changed) as a shop to which the player virtually belongs. 

Furthermore, since only the shop where the client terminal 
unit 1A by means of which the game will be started can be set as 
the shop to which the player virtually belongs (belonging shop), 
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an adverse effect of weakening the meaning of the belonging shop 
to a group by which results are tabulated. In other words, the 
player needs to start the game in the shop he wishes to set as a 
belonging shop in order to set the desired shop as the belonging 
shop. 

In addition, the guidance transmitting section 361f 
transmits the guidance information while adding an interrupt 
signal thereto, whereby an interrupt display of the guidance is 
made on the other client terminal units 1A' in the shop where 
the client terminal unit 1A, by means of which the game will be 
started, is installed. Thus, the players of the other client 
terminal units 1A' can confirm the guidance even if the game is 
being played by means of the other client terminal units 1A ' . 
Accordingly, the guidance is displayed on the other client 
terminal units 1A' at an early timing, wherefore an effect of 
displaying the guidance can be further enhanced. 

Further, since the result tabulating section 361c tabulates 
the results within the past specified period (here, one previous 
month) to determine the within- shop ranking, the frequency of 
determining the within-shop ranking can be adjusted by setting 
the duration of the specified period. In other words, the 
specified period is set to be shorter (e.g. one week) in the 
case of frequently changing the within-shop ranking while being 
set to be longer (e.g. one year) in the case of not frequently 
changing the within-shop ranking. The more frequently the 
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within-shop ranking is changed, the more recent results are 
reflected on the within-shop ranking. Players' interest in the 
within-shop ranking is further increased by suitably setting the 
duration of the specified period. 

Furthermore, since the ranking transmitting section 36 Ig 
transmits the player identification information and the within- 
shop ranking information (ranking information) of the players 
virtually belonging to the shop server 2 of each shop and the 
ranking is displayed on .the shop server 2 of each shop, the 
players can easily confirm their within-shop rank orders, 
thereby further increasing the players' interest in the within- 
shop ranking . 

In this embodiment, a player belonging to a branch shop and 
being within the tenth place in the within-shop ranking is 
displayed with a guidance on the other client terminal units 1A' 
and the shop server 2 in the shop as long as he plays in his 
belonging shop. On the other hand, a player belonging to a main 
shop (first place in the within-area shop ranking) and being 
within the tenth place in the within-shop ranking is displayed 
with a guidance on the other client terminal units 1A' and the 
shop server 2 in the shop where he is playing regardless of in 
which shop he plays within the area. Further, a player 
belonging to the headquarter (first place in the nationwide shop 
ranking) and being within the tenth place in the within-shop 
ranking is displayed with a guidance on the other client 
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terminal units 1A' and the shop server 2 in the shop where he is 
playing regardless of in which shop he plays nationwide. In 
other words, since gambling spirit is more urged (more filled 
with sense of satisfaction, self-respect, etc.) as the belonging 
shop ascends from the branch shop, to the main shop and to the 
headquarter, an interest in the shop ranking and the within-area 
shop ranking is increased. 

The present invention may also be embodied as follows . 

(A) Although the game is a mahjong game in the foregoing 
embodiment, it may be any other competition game. For example, 
it may be a soccer game simulating soccer or a Go game 
simulating Go or may be another type of game such as a roll- 
playing game . 

(B) Although the areas are prefectures in the foregoing 
embodiment, they may be smaller areas such as cities, towns or 
villages or may be larger areas such as districts such as Kanto, 
Kansai and Chubu. 

(C) Although the game is played within Japan in the 
foregoing embodiment, it may be played worldwide. In such a 
case, the shop ranking is preferably a worldwide shop ranking 
and areas are preferably set to be countries (or larger areas 
such as Asia and Europe) . 

(D) Although the result tabulating section 361c provides 
the nationwide shop ranking and the within-area shop ranking in 
the foregoing embodiment, it may provide a within-area ranking 
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comprised of a plurality of hierarchies. For example, first 
divisions may be areas such as Kanto, Kansai and Chubu 
districts, second divisions may be prefectures and third 
divisions may be cities, towns or villages. In such a case, an 
interest in the within-area shop ranking is further increased. 

(E) Although the guidance transmitting section 361f 
transmits the guidance information to the other client terminal 
units 1A' in the shop, the client terminal units IB of the 
competitors and the shop server 2 in the foregoing embodiment, 
it may transmit the guidance information at least to the client 
terminal units 1A' , or the client terminal units IB of the 
competitors or the shop server 2. 

(F) Although the guidance transmitting section 361f 
transmits the headquarter guidance information, the main-shop 
guidance information and the branch guidance information in the 
foregoing embodiment, it may transmit at least one of the 
headquarter guidance information, the main-shop guidance 
information and the branch guidance information. 

As described above, a game progress administering system 

connected with game terminal units to be operated by players and 
installed in a plurality of shops via communication lines such 
that operation signals necessary for the progress of a game can 
be communicated, thereby administering the progress of the game, 
comprising: a player information storage for storing player 
identification information, which is identification information 
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of players, in correspondence with shop identification 
information, which is identification information of shops to 
which the players virtually belong; a terminal information 
storage for storing terminal identification information, which 
is identification information of the game terminal units, in 
correspondence with the shop identification information of the 
shops where the game terminal units are installed; a gaming 
evaluator for receiving the terminal identification information 
of one game terminal unit, the player identification information 
and a game start signal, which is an operation signal to the 
effect of starting the game, from the one game terminal unit, 
instructing the one game terminal unit to conduct the game, 
calculating a result of each player based on the result of the 
game, and storing the calculated results in the player 
i nformation storage in correspondence with the player 
identification information; a result tabulator for tabulating 
the results of the players for each shop, to which the players 
virtu ally belong, at every interval of a specified period to 

determine a within-shop ranking, an d storing the determined 

within- shop ranking in the player information storage in 
corresp onde nce with the player identification information; a 
shop judger for reading the shop identif ication information 
cor r esponding to t he terminal identification information of the 
one game terminal unit from the terminal information storage, 
reading the shop identification information corresponding to the 
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player identification information received by the gaming 
evaluator from the player information storage, and judging 
whether or not the read two pieces of shop identification 
information coincide with each other; a restricting condition 
judger for judging whether or not to satisfy a first restricting 
condition that the two pieces of shop identification information 
were judged to coincide by the shop judger and that a within- 
shop rank order corresponding to the player identification 
information received from the one game terminal unit by the 
gaming evaluator is within a first specified rank order; and a 
guidance transmitter for transmitting guidance information 
including the player identification information and the within- 
shop ranking information of the player of the one game terminal 
unit to other game terminal units in the shop where the one game 

terminal unit is installed i n order to display, on the other 

game terminal units, guidance to the effect that the player 
within the first specified rank order in the within-shop ranking 
will start the game if the first restricting condition is judged 
to be satisfied by the restricting condition judger, 

According to this system, the player identification 

information that is the identification information of the 
players is sto red in the player information storage in 
correspondence with the shop identification inf orm ation that is 
the identification information of the shops to which the players 
virtually belong, and the terminal identification information 
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that is the identification information of the game terminal 
units is stored in the terminal information storage in 
correspondence with the shop identification information of the 
shops where the game terminal units are installed . 

When the gaming evaluator receives the terminal 

identification information of the one game terminal unit, the 
player identification information and the game start signal, 
which is the operation signal to the effect of starting the 
game, from the one game terminal unit, the one game terminal 
unit is instructed to conduct the game and the result of each 
player is calculated based on the result of the game and stored 
in the player information storage in correspondence with the 
player identification information, 

Further, the result tabulator tabulates the results of the 

players for each shop to which the players belong at every 
interval of the specified period to determine the within-sho p 
ranking, and stores the determined within- shop ranking in the 
player information storage in correspondence with the player 
identification information. Then, the shop judger reads the 
shop identification information corresponding to the terminal 
identification information of the one game terminal unit from 
the terminal information storage and the shop identification 
information corresponding to the player identificatio n 
information received by the gaming evaluator from the player 
information storage, and judges whether or not the two read 
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pieces of shop identification information coincide with each 
other . 

Further, the restricting condition judger judges whether or 

not to satisfy the first restricting condition that the two 
pieces of shop identification information were judged to 
coincide by the shop judger and that the within-shop rank order 
corresponding to the player identification information received 
from the one game terminal unit by the gaming evaluator is 
within the first specified rank order. 

In addition, the guidance transmitter transmits the 

guidance information including the player identification 
information and the within-shop ranking information of the 
player of the one game terminal unit to the other game terminal 
units in the shop where the one game terminal unit is installed 
in order to display, on the other game terminal units, the 
guidance to the effect that the player within the first 
specified rank order in the within-shop ranking will start the 

game if the first restricting condition is judged to be 

satisfied by the restricting condition judger. 

Specifically, if the shop identification informatio n 

corresponding to the player identification information and the 
one corresponding to the terminal identification information are 
judged to coincide and the within-shop rank order corresponding 
to the player identification information received from the one 
game terminal unit is within the first specified rank order, the 

F9143 marked spec.wpd 



106 



MARKED SPECIFICATION 

F-9143 

guidance information including the player identification 
information and the within-shop ranking information of the 
player of the one game terminal unit are transmitted to the 
other game terminal units in the shop where the one game 
terminal unit is installed in order to display, on the other 
game terminal units, the guidance to the effect that the player 
within the first specified rank order in the within-shop ranking 
will start the game. 

The guidance to the effect that the player within the first 

specified rank order in the within-shop ranking will start the 
game is displayed on the other game terminal units in the shop 
in the case where the player within the first specified rank 
order in the within-shop ranking will start the game. Thus, the 
players playing by means of the other game terminal units can 
confirm that the player virtually belonging to this shop and 
being within the first specified rank order in the within-shop 
ranking will start the game in this shop. 

Accordingly, the players playing by means of the other game 

terminal units in the shop where the one game terminal unit is 
installed can specifically know the player virtually belonging 
to this shop and being within the first specified rank order 
(e.g. within the tenth place) in the within-shop ranking. 
Therefore, an interest in the within-shop ranking is increased 
and willingness to compete is urged, thereby effectively making 
the game more interesting. 
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Further, the player within the first specified rank order 

in the within -shop ranking can make such an appeal to the 
players playing by means of the other game terminal units in the 
shop that his within- shop rank order is within the first 
specified rank order upon starting the game in the shop to which 
he virtually belongs. Therefore, an interest in the within-shop 
ranking is increased and gambling spirit is urged, thereby 
effectively making the game more interesting. 

Also, a game progress administering method uses a game 

progress administering system connected with game terminal units 
to be operated by players and installed in a plurality of shops 
via communication lines such that operation signals necessary 
for the progress of a game can be communicated , thereby 
administering the progress of the game, comprising, a step in 

which player information storage of the game administering 

system stores player identification information, which is 
identification information of players, in correspondence with 
shop identification information, which is identification 
information of shops to which the players virtually belong; a 
step in which terminal information storage of the game 
administering system stores terminal identification information, 
which is identification information of the game terminal units, 
in correspondence with the shop identification information of 
the shops where the game terminal units are installed; a step in 
which gaming evaluator of the game administering system receives 
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the terminal identification information of one game terminal 
unit, the player identification information and a game start 
signal, which is an operation signal to the effect of starting 
the game, from the one game terminal unit, instructs the one 
game terminal unit to conduct the game, calculating a result of 
each player based on the result of the game, and stores the 
calculated results in the player information storage in 
correspondence with the player identification information; a 
step in which result tabulator of the game administering system 
tabulates the results of the players for each shop, to which the 
players virtually belong, at every interval of a specified 
period to determine a within-shop ranking, and stores the 
determined within-shop ranking in the player information storage 
in correspondence with the player identification information; a 
step in which shop judger of the game administering system re ads 
the shop identification information corresponding to the 
terminal identification information of the one game terminal 
unit from the terminal information storage, reads the shop 
identification information corresponding to the player 
identification information received by the gaming evaluator from 
the player information storage, and judges whether or not the 
read two pieces of shop identification information coincide with 
each other; a step in which restricting condition judger of the 
game administering system judges whether or not to satisfy a 
first restricting condition that the two pieces of shop 
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identification Information were judged to coincide by the shop 
judger and that a within -shop rank order corresponding to the 
player identification information received from the one game 
terminal unit by the gaming evaluator is within a first 
specified rank order; and a step in which guidance transmitter 
of the game administering system transmits guidance information 
including the player identification information and the within- 
shop ranking information of the player of the one game terminal 
unit to other game terminal units in the shop where the one game 
terminal unit is installed in order to display, on the other 
game terminal units, guidance to the effect that the player 
within the first specified rank order in the within-shop ranking 
will start the game if the first restricting condition is judged 
to be satisfied by the restricting condition judger. 

According to this method, the player identification 

information that is the identification information of the 
players is stored in the player j information storage in 
correspondence with the shop identification information that is 
the identification information of the shops to which the players 
virtually belong, and the terminal identification information 
that is the identification information of the game terminal 
units is stored in the terminal information storage in 
correspondence with the shop identification information of the 
shops where the game terminal units are installed. 

When the gaming evaluator receives the terminal 
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identification information of the one game terminal unit, the 
player identification information and the game start signal, 
which is the operation signal to the effect of starting the 
game, from the one game terminal unit, the one game terminal 
unit is instructed to conduct the game and the result of each 
player is calculated based on the result of the game and stored 
in the player information storage in correspondence with the 
player identification information, 

Further, the result tabulator tabulates the results of the 

players for each shop to which the players belong to at every 
interval of the specified period to determine the within-shop 
ranking, and stores the determined within-shop ranking in the 
player information storage in correspondence with the player 
identification information. Then, the shop judger reads the 
shop identification information corresponding to the terminal 
identification information of the one game terminal unit from 
the terminal information storage and the shop identification 
information corresponding to the player identification 
information received by the gaming evaluator from the player 
information storage, and judges whether or not the two read 
pieces of shop identification information coincide with each 
other. 

Further, the rest ricting condition judger judges whethe r or 

not to satisfy the first restricting condition that the two 
pieces of shop identification information were judged to 
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coincide by the shop judger and that the within- shop rank order 
corresponding to the player identification information received 
from the one game terminal unit by the gaming evaluator is 
within the first specified rank order. 

In addition, the guidance transmitter transmits the 

guidance information including the player identification 
information and the within -shop ranking information of the 
player of the one game terminal unit to the other game terminal 
units in the shop where the one game terminal unit is installed 
in order to display, on the other game terminal units, the 
guidance to the effect that the player within the first 
specified rank order in the within- shop ranking will start the 
game if the first restricting condition is judged to be 
satisfied by the restricting condition judger. 

Specifically, if the shop identification information 

corresponding to the player identification information and the 
one corresponding to the terminal identification information are 
judged to coincide and the within- shop rank order corresponding 
to the player identification information received from the one 
game terminal unit is within the first specified rank order, the 
guidance information including the player identification 
information and the within-shop ranking information of the 
player of the one game terminal unit are transmitted to t he 
other game terminal units in the shop where the one game 
terminal unit is installed in order to display, on the other 
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game terminal units, the guidance to the effect that the player 
within the first specified rank order in the within-shop ranking 
will start the game. 

The guidance to the effect that the player within the first 

specified rank order in the within-shop ranking will start the 
game is displayed on the other game terminal units in the shop 
in the case where the player within the first specified rank 
order in the within-shop ranking will start the game. Thus, the 
players playing by. means of the other game terminal units can 
confirm that the player virtually belonging to this shop and 
being within the first specified rank order in the within-shop 
ranking will start the game in this shop. 

Accordingly, the players playing by means of the other game 

i 

terminal units in the shop where the one game terminal unit is 
installed can specifically know the player virtually belonging 
to this shop and being within the first specified rank order 
(e.g. within the tenth place) in the within-shop ranking. 
Therefore, an interest in the within-shop ranking is increased 
and willingness to compete is urged, thereby effectively making 
the game more interesting. 

Further, the player within the first specified rank order 

in the within-shop ranking can make such an appeal to the 
players playing by means of the other game terminal units in the 
shop that his within-shop rank order is within the first 
specified rank order upon starting the game in the shop to which 
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he virtually belongs. Therefore, an interest in the within-shop 
ranking is increased and gambling spirit is urged, thereby 
effectively making the game more interesting, 

Further, a computer-readable recording medium stores a game 

progress administering program for a game progress administering 
system connected with game terminal units to be operated by 
players and installed in a plurality of shops via communication 
lines such that operation signals necessary for the progress of 
a game can be communicated, thereby administering the progress 
of the game. The game progress administering program causes the 
game progress administering system to function as player 
information storage for storing player identification 
information, which is identification information of players, in 
correspondence with shop identification information, which is 
identification information of shops to which the play ers 
virtually belong; terminal information storage for storing 
terminal identification information, which is identification 
information of the game terminal units, in correspondence with 
the shop identification information of the shops where the game 
terminal units are installed; gaming evaluator for receiving the 
terminal identification information of one game terminal unit, 
the player identification information and a game start signal, 
which is an operation signal to the effect of starting the game, 
from the one game terminal unit, instructing the one game 
terminal unit to conduct the game, calculating a result of each 
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player based on the result of the game, and storing the 
calculated results in the player information storage in 
correspondence with the player identification information; 
result tabulator for tabulating the results of the players for 
each shop, to which the players virtually belong, at every 
interval of a specified period to determine a within-shop 
ranking, and storing the determined within -shop ranking in the 
player information storage in correspondence with the player 
identification information; shop judger for reading the shop 
identification information corresponding to the terminal 
identification information of the one game terminal unit from 

the terminal information storage, reading the shop 

identification information corresponding to the player 
identification information received by the gaming evaluator from 
the player information storage, and judging whether or not the 
read two pieces of shop identification information coincide with 
each other; restricting condition judger for judging whether or 
not to satisfy a first restricting condition that the two piece s 
of shop identification information were judged to coincide by 
the shop judger and that a within-shop rank order corresponding 
to the player identification information received from the one 
game terminal unit by the gaming evaluator is within a first 
specified rank order; and guidance transmitter for transmitting 
guidance information including the player identification 
information and the within-shop ranking information of the 
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player of the one game terminal unit to other game terminal 
units in the shop where the one game terminal unit is installed 
in order to display, on the other game terminal units, guidance 
to the effect that the player within the first specified rank 
order in the within-shop ranking will start the game if the 
first restricting condition is judged to be satisfied by the 
restricting condition judger. 

According to this program, the player identification 

information that is. the identification information of the 
players is stored in the player information storage in 
correspondence with the shop identification information that is 
the identification information of the shops to which the players 
virtually belong, and the terminal identification information 
that is the identification information of the game terminal 
units is stored in the terminal information storage in 
correspondence with the shop identification information of the 
shops where the game terminal units are installed. 

When the gaming evaluator receives the terminal 

identification information of the one game terminal unit , the 
player identification information and the game start signal, 
which is the operation signal to the effect of starting the 
game, from the one game terminal unit, the one game terminal 
unit is instructed to conduct the game and the result of each 
player is calculated based on the result of the game and stored 
in the player information storage in correspondence with the 
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player identification information. 

Further, the result tabulator tabulates the results of the 

players for each shop to which the players belong to at every 
interval of the specified period to determine the within-shop 
ranking, and stores the determined within -shop ranking in the 
player information storage in correspondence with the player 
identification information. Then, the shop judger reads the 
shop identification information corresponding to the terminal 
identification information of the one game terminal unit from 
the terminal information storage and the shop identification 
information corresponding to the player identification 
information received by the gaming evaluator from the player 
information storage, and judges whether or not the two read 
pieces of shop identification information coincide with each 
other . 

Further, the restricting condition judger judges whether or 
not to satisfy the first restricting condition that the two 
pieces of shop identification information were judged to 
coincide by the shop judger and that the within-shop rank order 
corresponding to the player identification information received 
from the one game terminal unit by the gaming evaluator is 
within the first specified rank order. 

In addition, the guidance transmitter transmits the 

guidance information including the player identification 
information and the within-shop ranking information of the 
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player of the one game terminal unit to the other game terminal 
units in the shop where the one game terminal unit is installed 
in order to display, on the other game terminal units, the 
guidance to the effect that the player within the first 
specified rank order in the within-shop ranking will start the 
game if the first restricting condition is judged to be 
satisfied by the restricting condition judger. 

Specifically, if the shop identification information 

corresponding to the player identification information and the 
one corresponding to the terminal identification information are 
judged to coincide and the within-shop rank order corresponding 
to the player identification information received from the one 
game terminal unit is within the first specified rank order, the 
guidance information including the player identification 
information and the within-shop ranking information of the 
player of the one game terminal unit are transmitted to the 
other game terminal units in the shop where the one game 
terminal unit is installed in order to display, on the other 
game terminal units, the guidance to the effect that the player 
within the first specified rank order in the within-shop ranking 
will start the game. 

The guidance to the effect that the player within the first 

specified rank order in the within-shop ranking will start t he 
game is displayed on the other game terminal units in the shop 
in the case where the player within the first specified rank 
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order in the wi thin-shop ranking will start the game. Thus, the 
players playing by means of the other game terminal units can 
confirm that the player virtually belonging to this shop and 
being within the first specified rank order in the within-shop 
ranking will start the game in this shop. 

Accordingly, the players playing by means of the other game 

terminal units in the shop where the one game terminal unit is 
installed can specifically know the player virtually belonging 
to this shop and being within the first specified rank order 
(e.g. within the tenth place) in the within-shop ranking. 
Therefore, an interest in the within-shop ranking is increased 
and willingness to compete is urged, thereby effectively making 
the game more interesting. 

Further, the player within the first specified rank order 

in the within-shop ranking can make such an appeal to th e 
players playing by means of the other game terminal units in the 
shop that his within-shop rank order is within the first 
specified rank order upon starting the game in the shop to which 
he virtually belongs. Therefore, an interest in the within-shop 
ranking is increased and gambling spirit is urged, thereby 
effectively making the game more interesting. 

IN DUS T RI AL A PP L ICA B IL ITY 

According to the inventive game progress administering 
system (game progress administering method, game progress 
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administering program), players playing by means of other game 
terminal units in a shop where one game terminal unit is 
installed can specifically know a player virtually belonging to 
this shop and being within a first specified rank order (e.g. 
within the tenth place) in the within -shop ranking. Therefore, 
an interest in the within-shop ranking is increased and 
willingness to compete is urged, thereby effectively making a 
game more interesting. 

Further, the player within the first specified rank order 
in the within-shop ranking can make such an appeal to the 
players playing by means of the game terminal units in this shop 
that his within-shop rank order is within the first specified 
rank order upon starting the game in the shop to which he 
virtually belongs. Therefore, an interest in the within-shop 
ranking is increased and gambling spirit is urged, thereby 
effectively making the game more interesting. 
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ABSTRACT 

A central server 3 (CPU 361, RAM 362) is provided with a 
player information storage 362a for storing player 
identification information in correspondence with shop 
identification information of belonging shops, a terminal 
storage 362b for storing terminal identification information in 
correspondence with the shop identification information, a shop 
information storage 362c for storing the shop identification 
information in correspondence with. area identification 
information, a result tabulating section 361c for tabulating 
results of players for each belonging shop to determine a 
within-shop ranking, a shop judging section 361d for judging 
whether or not a shop where a client terminal unit 1 being 
played is installed is a belonging shop, a restricting condition 
judging section 361e for judging whether or not to satisfy a 
restricting condition that is a condition for transmitting 
guidance information to the client terminal units 1, and a 
guidance transmitting section 361f for transmitting the guidance 
information to the client terminal units 1 if the restricting 
condition is satisfied. 
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